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Fluid connector manufacturer
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H001

Close type Hydraulic Quick Coupling

H002

Close type Hydraulic Quick Coupling

H003

Close type Hydraulic Quick Coupling

H004

Close type Hydraulic Quick Coupling

(SUS304)

5000PSI

 Material

Galvanized steel

 Assembly  size 1 /4 ~2

 Compatibility

 PARKER 

 Rated pressure

6600

FASTER  ANV 

 AEROQUIP 5600 

 HANSEB  Ha15000.

H101

Close type Hydraulic Quick Coupling

H102

Close type Hydraulic 
Quick Coupling

pneumaicand 

H103

Close type Hydraulic 
Quick Coupling

(SUS304)

pneumaicand 

H201

 type Hydraulic Quick Coupling

Ball Valves

H202

Close type Hydraulic Quick Coupling

H203

Push and pull type Hydraulic 
Quick Coupling

H301

Flat face type Hydraulic Quick Coupling

H401

Close type Hydraulic Quick Coupling

H501

Thread locked type Hydraulic 
Quick Coupling

H502

Super high Pressure Hydraulic 
Quick Coupling

       

 BNC 

        NISE 

NISE

 

 

        ixi  NISE  Hydraulic  Pneumatic Co., Ltd. is  a dynamic  enterprise  that  provides 

hydraulic  and  pneumatic  components  to  world wide. It integrates design, development 

and production as a whole and introduces advanced BNC precision processing equipment, 

and strict quality management  tools. "Integrity First, Customer Upmost"  is the principle 

of  NISE.

         NISE  has  a team of experienced senior engineers  and  managers  with  hydraulic & 

pneumatic  professional titles. They  can rapidly  design, develop, and  manufacture  new 

products  according  to  requirements  from  different  customers.  NISE Series Hydraulic 

Quick  Couplings,  Pneumatic  Quick  Couplings, has  been  sold far to  Asia, the U.S. and 

Europe, which  obtained  reputation  from  customers. The  NISE  hydraulic  & pneumatic 

components  have  been  widely  used  in  automated  production,  tobacco, food, medical, 

chemical ,  wood   working ,  packaging ,  textile   machinery ,  metallurgy ,  automobiles , 

entertainment equipment, and other fields.

C

5000PSI

 Material

Galvanized steel

 Assembly  size 1 /4 ~1

 Compatibility

 PARKER

 Rated pressure

6600

FASTER  ANV 

 AEROQUIP 5600 

 HANSEB  Ha15000.

5000PSI

 Material

Galvanized steel

 Assembly  size 1 /4 ~2

 Compatibility

 PARKER

 Rated pressure

6600

FASTER  ANV 

 AEROQUIP 5600 

 HABSEB  Ha15000.

000PSI

 Material SUS304 SUS316

 Assembly  size 1 /4 ~2

 Compatibility

 PARKER

 Rated pressure 3

6600

FASTER ANV 

 AEROQUIP 5600 

 HANSEB  Ha15000.

000PSI

 Material  Brass

 Assembly  size 1 /8 ~2

 Compatibility

 PARKER 

 Rated pressure 2

60

FASTER HNV 

 AEROQUIP FD45 

 HANSEB  HK.

000PSI

 Material SUS304 SUS316

 Assembly  size 1 /8 ~2

 Compatibility

 PARKER 

 Rated pressure 2

60

FASTER HNV 

 AEROQUIP FD45 

 HANSEB  HK.

5000PSI

 Material

Galvanized steel

 Assembly  size 1 /8 ~1

 Compatibility

 PARKER 

 Rated pressure

60

FASTER HNV 

 AEROQUIP FD45 

 HANSEB  HK.

5000PSI

 Material

Galvanized steel

 Assembly  size 1 /4 ~1

 Compatibility

 PARKER 4000

 

 Rated pressure

FASTER  NS/NV .

5000PSI

 Material

Galvanized steel

 Assembly  size 1 /4 ~1

 Compatibility

 PARKER 4000

 Rated pressure

FASTER NS/NV .

5000PSI

 Material

Galvanized steel

 Assembly  size 1 /2

M22*1.5 M20*1.5

 Compatibility

 PARKER 4250

 Rated pressure

FASTER CPV-CNV .

5000PSI

 Material

Galvanized steel

 Assembly  size 1 /4 ~2

 Compatibility

 PARKER  FE Ff

 STUCCHI 

 Rated pressure

 A8008 

 AEROQUIP FD89 

 HANSEB Qa2900.

5000PSI

 Material

Galvanized steel Chromium

 Assembly  size 1 /4 ~2

 Compatibility

 HSPcupla

 Rated pressure 000PSI

 Material

Galvanized steel

 Assembly  size 1 /4 ~3/8

 Compatibility

 PARKER  3000

  

 Rated pressure 10

FASTER PVVM

000PSI

 Material

Galvanized steel

 Assembly  size 1 /4 ~3/8

 Compatibility

 PARKER  TC

 Rated pressure 10

R
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H005

Close type Hydraulic Quick Coupling

(SUS316)

000PSI

 Material SUS304 SUS316

 Assembly  size 1 /4 ~2

 Compatibility

 PARKER

 Rated pressure 3

6600

FASTER ANV 

 AEROQUIP 5600 

 HANSEB  Ha15000.



000PSI

 Material

                                  Galvanized steel

 Assembly  size M22*1.5  

                                              M20*1.5

 Compatibility

 Rated pressure 10 000PSI

 Material

                         Chromium Hardened steel

 Assembly  size out M16*1.5

                                                in M10*1.5

 Compatibility

 National standard

 Rated pressure 10 000PSI

 Material

                                  Carbon steel flange

 Assembly  size 1 ~8

 Compatibility
                                 

 Rated pressure 10

000PSI

 Material

Galvanized steel(zinc)

 Assembly  size 1 /8 ~2

 Compatibility

 Rated pressure 5000PSI

 Material

Brass Stainless steel

 Assembly  size 1 /8 ~2

 Compatibility

 NITTO  TSP

 Rated pressure 10000PSI

 Material

 Steel  Brass

 Assembly size:NPT1 /8 ~NPT2

 Compatibility

 PARKER  St 

 HANSEN  St 

FOSTERF St

 Rated pressure 10

H503

High Pressure Hydraulic Quick Coupling

H504

Super high Pressure Hydraulic Quick Coupling

H505

Thread  Type Hydraulic Quick Coupling

H601 

No Valve Series Quick Coupling

H602 

No Valve Series Quick Coupling

NISE KZE

Close type Hydraulic Quick Coupling

NJ01

Agricultural Machinery Hydraulic 
Quick Coupling

 Assembly Size:
M20*1.5 M22*1.5  G1/ 2

NJ02

Agricultural Machinery Hydraulic 
Quick Coupling

 Assembly Size:
M20*1.5  M22*1.5  G1/ 2

NJ03

Agricultural Machinery Hydraulic 
Quick Coupling

 Assembly Size:
M20*1.5  M22*1.5  G1/ 2

000PSI

 Material

                                  Nickel-plated  steel

 Assembly size  out M22*1.5

 Compatibility

 National standard

 Rated pressure 10

000PSI

 Material

Carbon steel flange

 Assembly  size M16*1.5~M68*2

 Compatibility

 Rated pressure 5

H506

QZB 
High Pressure Hydraulic Quick Coupling

Q/ZB275-77  

Close type Hydraulic Quick Coupling

NJ04

Agricultural Machinery Hydraulic 
Quick Coupling

 Assembly Size:
3/4-16UNF M22*1.5  G1/ 2

P001

Close type Hydraulic Quick Coupling

P001A

Close type Hydraulic Quick Coupling

P001B

Close type Hydraulic Quick Coupling

 Material 304  

304 Stainless steel 

 Assembly  size 1 /4 ~3/8

                                               ( 8- 16)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

 Material

Chrome-plated steel

 Assembly  size 1/4 ~3/8

                                               ( 8- 16)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

 Material

Chrome-plated steel

 Assembly  size 1/4 ~3/8

                                               ( 8- 16)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

P002

Single handed and Self-locling
type Quick Coupling

P002A

Single handed and Self-locling
type Quick Coupling

P002B

Single handed and Self-locling
type Quick Coupling

 Material

Chrome-plated steel

 Assembly  size 1 /4 ~3/8

                                              ( 8- 16)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

 Material

Nickel-plated steel

 Assembly  size 1/4 ~3/8

                                              ( 8- 16)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

 Material

Nickel-plated steel

 Assembly  size 1/4 ~3/8

                                              ( 8- 16)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

P002E

Single handed and Self-locling
type Quick Coupling

P002F

Single handed and Self-locling
type Quick Coupling

P002G

Single handed and Self-locling
type Quick Coupling

 Material

Nickel-plated steel

 Assembly  size 1/4 ~3/8

                                              ( 8- 16)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

 Material

Nickel-Aluminum Shell

 Assembly  size 1/4 ~3/8

                                              ( 8- 16)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

 Material

Nicke-plated steel

 Assembly  size 3/8 ~3/4

                                             ( 15- 27)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

P002H

Single handed and Self-locling
type Quick Coupling

P002i

Single handed and Self-locling
type Quick Coupling

P003

Single handed and Self-locling
type Quick Coupling

P004

Single handed and Self-locling
type Quick Coupling

P005

Single handed and Self-locling
type Quick Coupling

P006

Single handed and Self-locling
type Quick Coupling

 Material

Nickel-plated steel

 Assembly  size 1 /4 ~3/8

                                              ( 8- 16)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

 Material

Chrome-plated steel

 Assembly  size 1/4 ~3/8

                                              ( 8- 16)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

 Material

Chrome-plated steel

 Assembly  size 3/8 ~3/4

                                             ( 15- 27)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

 Material

                                  Chrome-plated steel

 Assembly  size 1 /2 ~1

                                           ( 17- 27)

 Compatibility

 Rated pressure 1.5Mpa

 Material

Nicke-plated steel

 Assembly  size 3/8 ~3/4

                                             ( 15- 27)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

 Material

Nicke-plated steel

 Assembly  size 3/8 ~3/4

                                             ( 15- 27)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA



R

Fluid connector manufacturer

P101

Single handed and Self-locling
type Quick Coupling

P102

Single handed and Self-locling
type Quick Coupling

 Material  Brass

 Assembly  size 1 /4 ~1/2

                                               ( 8- 12)

 Compatibility

 Parker  

Rectus  

Hansen 

CEJN 

 Rated pressure 1.5Mpa

20

 23KA

 3000

 310

 Material  Brass

 Assembly  size 1 /4 ~1/2

                                              ( 8- 12)

 Compatibility

CEJN 

Rectus  

 Rated pressure 1.5Mpa

 320

 25KA

P301

Single handed and Self-locling
type Quick Coupling

 Material

Galvanized  steel

 Assembly  size 1 /4 ~3/8

                                              ( 8- 16)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

P201

Single handed and semiautomatic 
type Quick Coupling 

 Material  Brass

 Assembly  size 1 /4 ~1/2

                                              ( 8- 12)

 Compatibility

CEJN 

Rectus  

 Rated pressure 1.5Mpa

 320

 25KA 26KA

P302

Single handed and Self-locling
type Quick Coupling

P303

Single handed and Self-locling
type Quick Coupling

 Material

Galvanized  steel

 Assembly  size 1/4 ~3/8

                                              ( 8- 16)

 Compatibility

CEJN

Rectus

 Rated pressure 1.5Mpa

HI-CUPLA

315

13KA

 Material   Brass

 Assembly  size 1/4 ~3/8

                                              ( 8- 16)

 Compatibility

 Rated pressure 1.5Mpa

P401 P402 P403 P404 

 Material   Brass

 Assembly  size 1/8 ~1/4

                                              ( 8- 10)

 Compatibility

 PARKER 

 Rated pressure 1.5Mpa

MOLDMATE

 Material   Brass

 Assembly  size 3/8 ~1/2

                                             ( 10- 16)

 Compatibility

 PARKER 

 Rated pressure 1.5Mpa

MOLDMATE

 Material   Brass

 Assembly  size 3/8 ~1/2

                                            ( 10- 16)

 Compatibility

 PARKER 

 Rated pressure 1.5Mpa

MOLDMATE

 Material   Brass

 Assembly  size 1/4 ~3/8

                                              ( 8- 10)

 Compatibility

 PARKER 

 Rated pressure 1.5Mpa

MOLDMATE

Open type small Mould Quick Coupling Open type large Mould Quick CouplingOpen type medium Mould Quick Coupling The mold closed Mould Quick Coupling 



 Specifications

( )Body Size(in)              1 /4     3 /8     1 /2      3 /4       1      1-1 /4  1-1 /2      2 

Rated pressure(PSI)  5000   4000   4000   3000   3000   3000   2000   2000

Rated flow(GPM)          3          6         12       28        50       88       220     224

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

Part No .   LS    D       HS       A            T

H001-02SF   50 26  19*6     13  G1/4 NPT1/4

H001-03SF    56  31.5 22*6    14 G3/8 NPT3/8

H001-04SF    66    39   27*6   16 G1/2 NPT1/2

H001-06SF    80   48   34*6    18 G3/4 NPT3/4

H001-08SF   94  58   41*6    21   G1 NPT1

H001-02PF   35.5    14.5   19*6  13   G1/4 NPT1/4

H001-03PF    36.5    21.5   22*6   14   G3/8 NPT3/8

H001-04PF    43.5    27     27*6   16  G1/2 NPT1/2

H001-06PF    57       28     34*6   18  G3/4 NPT3/4

H001-08PF    59.5   36     41*6    21     G1 NPT1

Part No .  LP     C           HP      A           T

H001-10SF   112   69  50*6   25    G1-1/4 NPT1-1/4

H001-12SF  127.5 84.5  60*6  25.5  G1-1/2 NPT1-1/2

H001-16SF   158   99  75*6      26   G2 NPT2

H001-16PF   98   99    75*6      26 G2 NPT2

H001-12PF   78   84.5  60*6    25.5   G1-1/2 NPT1-1/2

H001-10PF   70  69      50*6     25     G1-1/4 NPT1-1/4

Pressure Dropin PSID

GPM

1.The H001 Series hydraulic quick couplings are mainly 
    used  for  construction  equipment, forest  equipment, 
    hydraulic  machinery  and  oil  equipment   and   other
    required hydraulic  applications. 

.   are      

. 00     .

.    
    

2 Poppet  valves available  to  prevent uncoupled
    leakage .  Poppet   valves   open  automatically  when
    coupled within rated working pressure to keepthe flow 
    expeditely.
3.Critical parts are hardened for durability.
4 H 1 series conforms  to the standard of ISO7241-A
5 Compatible with PARKER 6600 Series ,FASTERANV 

Series   AEROQUIP   5600  Series  and   HANSEN HA 
   15000 Series.

1 H001
     
2
      
      
3
4 ISO7241-A
5 6600
       ANV   
      5600 Ha15000

PARKER 
FASTER AEROQUIP

HANSEN 

  Application and features  

Mainly suitable for fluid   Open close-type ends 

 PLUG  

 SOCKET

LS    

D
  
  
  
 

HS       

T

LP     

C           
HP      

T

A            

A            

Mainly suitable for fluid   Open close-type ends 

Part No .    LS     D           HS       A          T

H002-02SF    49.5     26      19*6    13   G1/4  NPT1/4

H002-03SF    56        31.5   22*6    14   G3/8  NPT3/8

H002-04SF    66       39       27*6    16   G1/2  NPT1/2

H002-06SF    80        48      34*6    18   G3/4  NPT3/4

H002-08SF     95.5   58       41*6    21   G1   NPT1

 Pressure Drop-in PSID

 Specifications

( )Body Size(in)              1 /4     3 /8     1 /2      3 /4       1      1-1 /4  1-1 /2      2 

Rated pressure(PSI) 5000   4000   4000   3000   3000   3000   2000   2000

Rated flow(GPM)          3          6         12       28        50       88       220     224

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

1.The H002 Series hydraulic quick couplings are mainly 
    used  for  construction  equipment, forest  equipment, 
    hydraulic  machinery  and  oil  equipment   and  other
    required  hydraulic   applications. 

.   are     

. 00    .

.    
    

2 Poppet valves available  to prevent uncoupled
    leakage .  Poppet   valves  open  automatically  when
    coupled  within  rated  working  pressure  to keep  the 
    flow  expeditely.
3.Critical  parts  are  hardened  for durability.
4 H 1 series conforms to the standard of ISO7241-A
5 Compatible with PARKER 6600 Series,FASTER ANV 

Series  AEROQUIP  5600  Series  and  HANSEN   HA 
   15000 Series

 

1 H002
     
2
      
      
3
4 ISO7241-A
5 6600
      ANV   
     5600 Ha15000

PARKER 
FASTER  AEROQUIP

HANSEN  

  Application and features

GPM

 PLUG  

 SOCKET

LS     

D
  
  
  
  
  
 

HS       

T

A        

LP     

C           
HP      

T

A            H002-02PF   35.5    14.5   19*6  13   G1/4 NPT1/4

H002-03PF    36.5    21.5   22*6   14   G3/8 NPT3/8

H002-04PF    43.5    27     27*6   16  G1/2 NPT1/2

H002-06PF    57       28     34*6   18  G3/4 NPT3/4

H002-08PF    59.5   36     41*6    21     G1 NPT1

Part No .  LP     C           HP      A           T

H002-16PF   98   99    75*6      26 G2 NPT2

H002-12PF   78   84.5  60*6    25.5   G1-1/2 NPT1-1/2

H002-10PF   70  69      50*6     25     G1-1/4 NPT1-1/4

R R



Mainly suitable for fluid   Open close-type ends 

 Specifications

( )Body Size(in)              1 /4     3 /8     1 /2      3 /4       1      1-1 /4  1-1 /2      2 

Rated pressure(PSI)  5000   4000   4000   3000   3000   3000   2000   2000

Rated flow(GPM)          3          6         12       28        50       88       220     224

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

Part No .    LS    D      HS     A        T

H003-02SF   50  26  19*6     13  G1/4 NPT1/4

H003-03SF    60.5  31.5 22*6    14  G3/8 NPT3/8

H003-04SF    66    39   27*6   16  G1/2 NPT1/2

H003-06SF    80   48   34*6    18  G3/4 NPT3/4

H003-08SF   99.5  53   41*6    21   G1 NPT1

H003-10SF   112   69  50*6   25      G1-1/4 NPT1-1/4

H003-12SF  127.5 84.5  60*6  25.5   G1-1/2 NPT1-1/2

H003-16SF   158   99  75*6      26     G2 NPT2

H003-02PF   35.5    15   19*6  13   G1/4 NPT1/4

H003-03PF    42    26.5  22*6   14  G3/8 NPT3/8

H003-04PF    46    26.5     27*6   16  G1/2 NPT1/2

H003-06PF    54       28     34*6  18   G3/4 NPT3/4

H003-08PF  65.5   35     41*6   21     G1 NPT1

Part No .             LP      C      HP      A      T

H003-16PF   98   61    75*6      26  G2 NPT2

H003-12PF  78   51   60*6    25.5  G1-1/2 NPT1-1/2

H003-10PF   70   45    50*6    25    G1-1/4 NPT1-1/4

  Application and features  

1.The H003 Series hydraulic quick couplings are mainly 
    used  for construction  equipment , forest  equipment, 
    hydraulic  machinery  and  oil  equipment   and  other
    required  hydraulic   applications. 

.   are     

. 00    .

.    
   

2 Poppet  valves available to prevent uncoupled
   leakage . Poppet  valves   open   automatically  when
   coupled  within  rated  working  pressure  to  keep the 
   flow expeditely.
3.Critical parts  are  hardened  for  durability.
4 H 1series conforms  to the standard of ISO7241-A
5 Compatible with PARKER 6600 Series,FASTERANV 

Series   AEROQUIP  5600  Series   and  HANSEN  HA 
   15000 Series

1 H003
      
2
      
      
3
4 ISO7241-A
5 6600
       ANV   
      5600 Ha15000

PARKER 
FASTER AEROQUIP

HANSEN 

 Pressure Drop-in PSID

GPM

 PLUG  

 SOCKET

LS    

D
  
  
  

HS     

T

LP      

C      
HP      

T

A        

A        

Part  No .           LS    D      HS     A        T

H004-02SF   50  26  19*6     13  G1/4 NPT1/4

H004-03SF    60  31.5 22*6    14 G3/8 NPT3/8

H004-04SF    68    39   27*6   16  G1/2 NPT1/2

H004-06SF    80   48   34*6    18   G3/4 NPT3/4

H004-08SF   99.5  53   41*6    21    G1 NPT1

H004-10SF   112   69  50*6   25      G1-1/4 NPT1-1/4

H004-12SF  127.5 84.5  60*6  25.5    G1-1/2 NPT1-1/2

H004-16SF   158   99  75*6      26    G2 NPT2

H004-02PF   35.5    15   19*6  13   G1/4 NPT1/4

H004-03PF    42    26.5  22*6   14     G3/8 NPT3/8

H004-04PF    46    26.5     27*6   16   G1/2 NPT1/2

H004-06PF    54       28     34*6  18    G3/4 NPT3/4

H004-08PF  65.5   35     41*6   21     G1 NPT1

Part No .      LP      C      HP      A      T

H004-16PF   98   61    75*6      26     G2 NPT2

H004-12PF  78   51   60*6    25.5  G1-1/2 NPT1-1/2

H004-10PF   70   45    50*6    25    G1-1/4 NPT1-1/4

 Specifications

( )Body Size(in)              1 /4     3 /8     1 /2      3 /4       1      1-1 /4  1-1 /2     2 

Rated pressure(PSI)   3000   3000   3000   2000   2000   1000   1000  1000

Rated flow(GPM)          3          6         12       28        50       88       220     224

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

 Pressure Drop-in PSID

  Application and features  

1.The H004 Series hydraulic quick couplings are mainly 
    used  for  construction equipment , forest  equipment, 
    hydraulic  machinery  and  oil  equipment   and   other
    required hydraulic  applications. 

.     are     

SUS316 or SUS304.
. 00   .
.   

   

2 Poppet  valves  available  to prevent uncoupled
    leakage . Poppet   valves   open  automatically  when
    coupled  within  rated  working  pressure  to  keep the 
    flow expeditely.
3.Material:
4 H 1series conforms to the standard of  ISO7241-A
5 Compatible with PARKER 6600 Series,FASTERANV 

Series  AEROQUIP  5600  Series  and  HANSEN  HA 
   15000 Series

1  H004 
      
2
      
      
3 SUS316 SUS304
4 ISO7241-A
5  6600
       ANV    
      5600 Ha15000

PARKER  
FASTER AEROQUIP

HANSEN 

GPM

Mainly suitable for fluid   Open close-type ends 

 PLUG  

 SOCKET

LS    

D
  
  
  

HS     

T

LP      

C      
HP      

T

A        

A        

R R



Mainly suitable for fluid   Open close-type ends 

 Specifications

( )Body Size(in)                1 /4           3 /8          1 /2          3 /4            1      

Rated pressure(PSI)   5000         4000        4000       3000        3000   

Rated flow(GPM)            3                 6              12           28            50       

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

Part No .         LS       D        HS     A              T

H101-02SF    58      28.5    19       13      G1/4 NPT1/4

H101-03SF    65      35        22      14       G3/8 NPT3/8

H101-04SF    74      44.5     28.5   18      G1/2 NPT1/2

H101-06SF    92      54        36       22       G3/4 NPT3/4

H101-08SF    105    65        41       23       G1 NPT1/2

H101-02PF    35.5    22.8   19*6    13    G1/4 NPT1/4

H101-03PF    40       25       22*6    14    G3/8 NPT3/8

H101-04PF    46.5    28      27*6     18    G1/2 NPT1/2

H101-06PF    56       36       36*6     22    G3/4 NPT3/4

H101-08PF    65       45       41*6     23     G1 NPT1

Part No .     LP      C         HP         A         T

 Pressure Drop-in PSID

  Application and features  

1.The H101 Series hydraulic quick couplings are mainly 
    used  for  construction  equipment, forest  equipment, 
    hydraulic  machinery  and   oil  equipment   and  other
    required  hydraulic  applications. 

.    are     

. 00  B.

.         
     

2 Poppet valves  available to  prevent uncoupled
    leakage . Poppet   valves   open  automatically  when
    coupled  within  rated  working pressure  to  keep  the 
    flow expeditely.
3.Critical  parts  are hardened  for  durability.
4 H 1 series conforms to the standard of ISO7241-
5 Compatible with PARKER 60 Series, FASTER ANV 

Series  AEROQUIP  FD45  Series  and  HANSEN  HK 
    Series.

1 H101 
      
2
      
      
3
4 ISO7241-B
5  60  ANV 
       FD45 Hk

GPM

 PLUG  

 SOCKET

LS       

D
  
  
  
  

HS     

A              

T

LP      

C         
HP         

A         

T

R R

Part  No .           LS    D      HS     A        T

H005-02SF   50  26  19*6     13  G1/4 NPT1/4

H005-03SF    60  31.5 22*6    14 G3/8 NPT3/8

H005-04SF    68    39   27*6   16  G1/2 NPT1/2

H005-06SF    80   48   34*6    18   G3/4 NPT3/4

H005-08SF   99.5  53   41*6    21    G1 NPT1

H005-10SF   112   69  50*6   25      G1-1/4 NPT1-1/4

H005-12SF  127.5 84.5  60*6  25.5    G1-1/2 NPT1-1/2

H005-16SF   158   99  75*6      26    G2 NPT2

H005-02PF   35.5    15   19*6  13   G1/4 NPT1/4

H005-03PF    42    26.5  22*6   14     G3/8 NPT3/8

H005-04PF    46    26.5     27*6   16   G1/2 NPT1/2

H005-06PF    54       28     34*6  18    G3/4 NPT3/4

H005-08PF  65.5   35     41*6   21     G1 NPT1

Part No .      LP      C      HP      A      T

H005-16PF   98   61    75*6      26     G2 NPT2

H005-12PF  78   51   60*6    25.5  G1-1/2 NPT1-1/2

H005-10PF   70   45    50*6    25    G1-1/4 NPT1-1/4

 Specifications

( )Body Size(in)              1 /4     3 /8     1 /2      3 /4       1      1-1 /4  1-1 /2     2 

Rated pressure(PSI)   3000   3000   3000   2000   2000   1000   1000  1000

Rated flow(GPM)          3          6         12       28        50       88       220     224

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

 Pressure Drop-in PSID

  Application and features  

1.The H005 Series hydraulic quick couplings are mainly 
    used  for  construction equipment , forest  equipment, 
    hydraulic  machinery  and  oil  equipment   and   other
    required hydraulic  applications. 

.     are     

SUS316 or SUS304.
. 00   .
.   

   

2 Poppet  valves  available  to prevent uncoupled
    leakage . Poppet   valves   open  automatically  when
    coupled  within  rated  working  pressure  to  keep the 
    flow expeditely.
3.Material:
4 H 1series conforms to the standard of  ISO7241-A
5 Compatible with PARKER 6600 Series,FASTERANV 

Series  AEROQUIP  5600  Series  and  HANSEN  HA 
   15000 Series

1  H005 
      
2
      
      
3 SUS316 SUS304
4 ISO7241-A
5  6600
       ANV    
      5600 Ha15000

PARKER  
FASTER AEROQUIP

HANSEN 

GPM

Mainly suitable for fluid   Open close-type ends 

 PLUG  

 SOCKET

LS    

D
  
  
  

HS     

T

LP      

C      
HP      

T

A        

A        



Mainly suitable for fluid   Open close-type ends 

  Application and features   Specifications

( )Body Size(in)              1 /8     1 /4    3 /8    1 /2    3 /4      1    1-1 /4  1-1 /2    2 

Rated pressure(PSI) 2000  2000  1500  1500  1500 1000 1000  1000 1000

Rated flow(GPM)            1         3        6       12      28       50      75    100   150

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

Part  No .             LS     D      HS       A           T

H103-01SF       48        24     2 14    10     ZG1/8

H103-02SF       58        28     2 19   12.5   ZG1/4

H103-04SF       72        45    2 29     14      ZG1/2

H103-05SF       88        55    2 35     17      ZG3/4

H103-06SF       102      65    2 41    23       ZG1

H103-03SF       65         35     2 21   13      ZG3/8

H103-08SF       115     79    2 54    27     ZG1-1/4

H103-10SF       124      79    2 63     27   ZG1-1/2

H103-16SF       132     109    2 77    30      ZG2

Part  No .             LP       C      HP       A           T

H103-01PF      29    19       6 14    10    ZG1/8

H103-02PF      36    22.5   6 19    12.5  ZG1/4

H103-04PF      44    28      6 29     14     ZG1/2

H103-05PF      52    36      6 35     17     ZG3/4

H103-06PF      62    40      6 41     23     ZG1

H103-03PF      40    25       6 21    13    ZG3/8

H103-08PF      70     45     6 54     27    ZG1-1/4

H103-10PF      75     49     6 63      27   ZG1-1/2

H103-16PF      80     52     6 77      30    ZG2

 Pressure Drop-in PSID

1.The H101 Series hydraulic quick couplings are mainly 
    used  for  construction  equipment, forest  equipment, 
    hydraulic  machinery  and  oil  equipment   and   other
    required  hydraulic  applications. 

.    are    

SUS316 or SUS304
. 00 B.
.       

    

2 Poppet valves  available to prevent uncoupled
    leakage .  Poppet   valves  open   automatically  when
    coupled  within  rated  working  pressure  to  keep  the 
    flow expeditely.
3. Material:
4 H 1series conforms to the standard of ISO7241-
5 Compatible with  PARKER60 Series, FASTER ANV 

Series  AEROQUIP FD45  Series  and  HANSEN HK 
    Series.

1  H103 
      
2
      
      
3 SUS316 SUS304
4 ISO7241-B
5  60 
          ANV    
       Fd45  Hk

PARKER 
FASTER AEROQUIP 

HANSEN 

GPM

HS       
LS      

A           

T D
  
  
  

T

HP       
LP       

C      

A           

 PLUG  

 SOCKET

Mainly suitable for fluid   Open close-type ends 

R R

  Application and features   Specifications

( )Body Size(in)              1 /8     1 /4    3 /8    1 /2    3 /4       1    1-1 /4  1-1 /2    2 

Rated pressure(PSI) 1000  1000  1000  1000  1000  1000   800   800   800

Rated flow(GPM)            1         3        6       12      28       50      75    100   150

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

Part No .              LS      D      HS       A           T

H102-01SF       48     24     2 14    10     ZG1/8

H102-02SF       58     28     2 19   12.5   ZG1/4

H102-04SF       72     45    2 29     14      ZG1/2

H102-05SF       88     55    2 35     17      ZG3/4

H102-06SF       102   65    2 41    23       ZG1

H102-03SF       65     35     2 21   13      ZG3/8

H102-08SF       115    79    2 54    27     ZG1-1/4

H102-10SF       124    79    2 63     27   ZG1-1/2

H102-16SF       132   109    2 77    30      ZG2

Part No .   LP       C      HP       A           T

H102-01PF      29    19       6 14    10    ZG1/8

H102-02PF      36    22.5   6 19    12.5  ZG1/4

H102-04PF      44    28      6 29     14     ZG1/2

H102-05PF      52    36      6 35     17     ZG3/4

H102-06PF      62    40      6 41     23     ZG1

H102-03PF      40    25       6 21    13    ZG3/8

H102-08PF      70     45     6 54     27    ZG1-1/4

H102-10PF      75     49     6 63      27   ZG1-1/2

H102-16PF      80     52     6 77      30    ZG2

 Pressure Drop-in PSID

1.The H101 Series hydraulic quick couplings are mainly 
    used  for  construction  equipment, forest  equipment, 
    hydraulic  machinery   and  oil   equipment  and  other
    required  hydraulic applications. 

.    are     

. 00 B.

.        
    

2 Poppet valves available to prevent uncoupled
    leakage . Poppet   valves   open  automatically  when
    coupled  within  rated  working  pressure  to  keep the 
   flow  expeditely.
3.Material Brass

4 H 1series conforms to the standard of ISO7241-
5 Compatible  with PARKER 60 Series , FASTER ANV 

Series  AEROQUIP FD45  Series  and  HANSEN  HK 
    Series.

1 H102 
     
2
      
      
3
4 ISO7241-B
5 60
        ANV  Fd45
       Hk

PARKER 
FASTER AEROQUIP 

HANSEN 

GPM

HS       
LS      
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Mainly suitable for fluid   Open close-type ends 

  Application and features  

1.The H202 Series hydraulic quick couplings are mainly 
    used  for  construction  equipment , forest  equipment, 
    hydraulic  machinery  and   oil  equipment   and  other
    required  hydraulic  applications. 

.     are    

. 00 5675.

.  4000   ,  
    /NS 

2 Poppet valves  available  to prevent  uncoupled
   leakage .  Poppet   valves   open  automatically   when 
   coupled  within  rated  working   pressure  to  keep  the 
   flow  expeditely.
3.Critical  parts  are  hardened  for  durability.
4 H 1series conforms to the standard of ISO
5 Compatible with PARKER  Series FASTER NV 

Series.

1 H202 
     
2
      
      
3
4 ISO5675
5 4000
      NV/NS 

PARKER 
FASTER 

Part  No .           LS          D           HS          A           T

H202-02SF    53.5   28     19*6   13   G1/4 NPT1/4

H202-03SF     63     35      24*6   14   G1/4 NPT3/8

H202-06SF     86    48.2   34*6    19  G1/2 NPT3/4

H202-08SF     94 56      41*6     21   G1 NPT1

H202-04SF     66    38.5   27*6    16   G3/8 NPT1/2

Part  No .         LP          C           HS           A            T

H202-02PF   36      18.5     19*6   13    G1/4 NPT1/4

H202-03PF   40      22         24*6  14    G3/8 NPT3/8

H202-06PF   57      32         34*6   19    G3/4 NPT3/4

H202-08PF   59.5   34        41*6    21   G1 NPT1

H202-04PF   44      26.5     27*6   16    G1/2 NPT1/2

 Specifications

( )Body Size(in)                1 /4           3 /8          1 /2          3 /4            1      

Rated pressure(PSI)   5000         4000        4000       3000        3000   

Rated flow(GPM)            3                 6              12           28            50       

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

 Pressure Drop-in PSID

GPM

 PLUG  

 SOCKET
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A            
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Mainly suitable for fluid   Open close-type ends 

R R

 

 Specifications

( )Body Size(in)                 1 /4             3 /8            1 /2               3 /4           1      

Rated pressure(PSI)     5000          4000          4000            3000       3000

Rated flow(GPM)               3                 6               12                 28           50       

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

Part  No .           LS  D      HS       A           T

H201-02SF    53.5   28    19*6   13   G1/4 NPT1/4

H201-03SF     63     35      24*6   14   G1/4 NPT3/8

H201-06SF     86    48.2  34*6    19  G1/2 NPT3/4

H201-08SF     94 56      41*6    21   G1 NPT1

H201-04SF     66    38.5  27*6    16   G3/8 NPT1/2

Part  No .         LP       C      HS       A           T

H201-02PF   36    18.5   19*6   13  G1/4 NPT1/4

H201-03PF   40     22      24*6  14  G3/8 NPT3/8

H201-06PF   57    32      34*6   19  G3/4 NPT3/4

H201-08PF   59.5  34     41*6    21  G1 NPT1

H201-04PF   44     26.5  27*6   16  G1/2 NPT1/2

 Pressure Drop-in PSID

GPM

1.The H201 Series hydraulic quick couplings are mainly 
    used  for  construction  equipment, forest  equipment, 
    hydraulic  machinery  and  oil   equipment   and  other
    required  hydraulic  applications. 

.     are     
    

. 00     5675.

.      4000       
    NS/

2 Poppet valves  available to prevent uncoupled
leakage . Poppet   valves  open   automatically   when

    coupled  within  rated working  pressure  to  keep  the 
    flow expeditely.
3. Hard  chrome  alloy  balls  are used  for  valving. It  be 
    loaded on the valve seat by the springs.
4. Critical parts are hardened for durability.
5 H 1series conforms to the  standard of ISO
6 Compatible with  PARKER  Series , FASTER

NV Series.

1 H201
      
2
      
      
3
      
4
5 ISO5675
6  4000
         NS/NV 
   

PARKER  
FASTER

  Application and features  
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A        

A        



Mainly suitable for fluid   Open close-type ends 

 

H203-04SM8L   

H203-04SM10L    

H203-04SM12L   

H203-04SM15L   

H203-04SM18L    

Part No .  LS        D      HS         A                 T

H203-04SM10LS    

H203-04SM12LS   

H203-04SM14LS   

H203-04SM16LS   

H203-04SM20LS   

H203-04PM8L   

H203-04PM10L    

H203-04PM12L   

H203-04PM15L   

H203-04PM18L    

Part No .  LP          C       HP         A                 T

H203-04PM10LS    

H203-04PM12LS   

H203-04PM14LS   

H203-04PM16LS   

H203-04PM20LS   

H203-04SM8L   

H203-04SM10L    

H203-04SM12L   

H203-04SM15L   

H203-04SM18L    

Part  No . LS      D                          T

H203-04SM10S    

H203-04SM12S   

H203-04SM14S   

H203-04SM16S   

H203-04SM20S   

H203-04PM8L   

H203-04PM10L    

H203-04PM12L   

H203-04PM15L   

H203-04PM18L    

Part No .  LP          C           T

H203-04PM10S    

H203-04PM12S   

H203-04PM14S   

H203-04PM16S   

H203-04PM20S   

H1H2

H1 H2

 PLUG  

 SOCKET

 PLUG  

 SOCKET

HS         

HP         

H1 H2

H1H2

R R

 Specifications

( )Body Size(in)                                                     1 /2      

Rated pressure(Mpa)                                         3000

Rated flow(GPM)                                                 12      

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

H203-04SF3/8    66     38       27   3/8BSP NPT3/8

H203-04SF1/2    66     38       27   1/2BSP NPT1/2

H203-04SF3/4    69     38       34   3/4BSP NPT3/4

H203-04SFM14   66     38      27     M14*1.5

H203-04SFM16    66     38      27     M16*1.5

Part  No .             LS      D        Hs              T

H203-04SFM18    66     38      27     M18*1.5

H203-04SFM22    66     38      27  M22*1.5

H203-04PF3/8    61.5    27       27   3/8BSP  NPT3/8

H203-04PF1/2    44       27      27   1/2BSP  NPT1/2

H203-04PF3/4    64.5     34       34   3/4BSP  NPT3/4

H203-04PFM14   61.5     27      27     M14*1.5

H203-04PFM16    61.5     27     27     M16*1.5

Part  No .               LP      C       HP                T

H203-04PFM18    61.5     27      27     M18*1.5

H203-04PFM22    44      27      277    M22*1.5

  Application and features  

1. The  H203 Series hydraulic quick  couplings are mainly 
     used  for  construction  equipment ,  forest  equipment, 
     hydraulic  machinery  and   oil   equipment   and  other
     required  hydraulic  applications. 
2. Double acting sleeve for one handed push-to-Connect 
    operation  when coupler is clamp or bulkhead mounted.
3.   

. 203 5675.

.    4250    CVP
     -CNV  

Poppet valves available to prevent uncoupled leakage.
    Poppet valves open automatically when coupled within 
    rated working  pressure to keep the flow expeditely.
4. Critical parts are hardened for durability.
5 H series conforms to the standard of ISO
6 Compatible with PARKER  Series ,FASTER

 Series.

1  H 203 
      
2
        
3
      
      
4
5 ISO5675
6 4250
      CPV-CNV 
  

PARKER 
FASTER 

 Pressure Drop-in PSID

2 4 6 8 10 12 16 18  
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Hs              
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Mainly suitable for fluid   Open close-type ends 



 

Mainly suitable for fluid   Open close-type ends 

 Specifications

( )Body Size(in)                 1 /4             3 /8           1/ 2            3/ 4             1      

Rated pressure(PSI)     5000         4000         4000          3000          3000

Rated flow(GPM)               3               6               12             28               50     

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

  Application and features  

1.The H401 Series hydraulic quick couplings are mainly 
    used  for  construction  equipment, forest  equipment, 
    hydraulic  machinery  and   oil  equipment  and  other
    required  hydraulic  applications. 

.    are    

.    NITTO HSPcupla  

2 Poppet valves  available to  prevent uncoupled
    leakage . Poppet  valves  open   automatically   when
    coupled  within  rated working  pressure  to  keep  the 
    flow  expeditely.
3. Critical parts  are  hardened  for  durability.
4 Compatible with  Series.

1 H401
      
2
      
      
3
4 HSPcupla  Pressure Drop-in PSID

GPM

H401-02SF      53     27.5    19*     12       G1 /4

Part  No . .    LS    D       HS       A          T

H401-03SF      60      33       23*     13       G3/8

H401-04SF      72      43       35*      16      G1 /2

H401-06SF      72      43       35*      18      G3/4

H401-08SF       93      58       46*      23     G1

H401-10SF      138     87       58*      24     G1-1/4

H401-12SF      138     87       58*      24     G1-1/2      

H401-16SF      198    123      80*      32     G2

H401-02PF      36     17.5    19*6    12       G1 /4

Part  No .   LP     C         HP         A          T

H401-03PF      38     22.5     23*6    13       G3/8

H401-04PF      50     27.5      32*6     16      G1 /2

H401-06PF      50     27.5     32*6     18      G3/4

H401-08PF       61     36       41*6     23        G1

H401-10PF      80      58       58*      23     G1-1/4

H401-12PF      80      58       58*      23     G1-1/2      

H401-16PF      115    83       90*      23         G2

A          

LP
HP       

C          

LS    

D
  
  
  
 

HS       

T

A          

 PLUG  

 SOCKET

R R

Mainly suitable for fluid   Open close-type ends 

H301-02SF    59.3   30.4  27  14  ZG1/4 NPT1/4

H301-03SF    71.1   31.5  30  16  ZG3/8 NPT3/8

Part No .   LS     D       HS         A        T

H301-02PF     64   20.5  19  14   ZG1/4 NPT1/4

H301-03PF     71   25.5  24   16   ZG1/4 NPT1/4

Part  No .   LP      C        HP         A        T

 Specifications

( )Body Size(in)                1 /4         3 /8         1 /2         3 /4        1         1-1/4

Rated pressure(PSI)   5000       3000       3000      3000     3000     3000   

Rated flow(GPM)            3              6            12           28         50          88  

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

 Pressure Drop-in PSID

1-1/4¡å

GPM

1  H 301 
      
      
2
      
      
      
3
4  H 301 
      
      
5 ISO16028
6 PARKERFE FF
      STUCCHI A8008 EROQUIP Fd89
      HANSEN Qa2900

  Application and features  

1. The H301 Series  flat type hydraulic quick couplings are used for 
    quick change of  hydraulic  tools in construction, railway mainten
    -ance and  mining  industries. The ease of  cleaning makes  them 
    ideal for use in these types of hostile environments.
2. Sleeve  locking  mechanism  is  engaged by rotating sleeve after 
    connection. It prevents accidental disconnection when the coup-
    ling is dragged along the ground. Sleeve mechanism is designed 
    to help  prevent  dirt from  entering  the  internal  mechanism and 
    thus  avoid  the  faulty  operation  during  connecting  or  discon-
    necting.
3.Critical parts are hardened for durability.
4. H301 Series couplings employ flush  valving when connecting or 
    disconnecting. This means that the valves are mated together so 
    that  only  small amounts of  fluid would  be lost during disconnec
    -tion or air inclusion during reconnection.
5. H301 Series conforms to ISO5675.
6. Compatible  with  PARKER  FE and  FF Series, STUCCHI  A8008 
    Series,EROQUIP FD 89 Series, HANSEN QA2900 Series.

 PLUG  

 SOCKET

HS         

D
  
  
  
 



Mainly suitable for fluid   Open close-type ends 

 Specifications

( )Body Size(in)                                                             3 /8    

Rated pressure(PSI)                                              10.000

Rated flow(GPM)                                                          6       

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

 Pressure Drop-in PSID

GPM

1.The H502 are mainly  used in  construction equipment, 

    forest  equipment, hydraulic machinery and  oil equip-

    ment  and  other required  hydraulic  applications. 

.  

. 00 .

.   TC 

2 Poppet valves available to prevent uncoupled leakage

   poppet valves open automatically when coupled within 

   rated working pressure to keep the flow expeditely.

3 H 1series conforms to the standard of ISO7241-A

4 Compatible with PARKER Series.

1  H502 
      
2
      
      
3
4 PARKER TC 

  Application and features  

 PLUG  

 SOCKET

H502              64   31.5      24     14      NPT3/8

Part No .    LS      HS         A        T

H502              46      28      24    14    NPT3/8

Part  No . LP      C        HP         A        T

D
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T
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A        

A        
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Mainly suitable for fluid   Open close-type ends 

 Specifications

( )Body Size(in)                                       1/ 4                           3 /8            

Rated pressure(PSI)                                       10.000      

Rated flow(GPM)                                    3                              6           

( )Temperture range(std seals)           -20 +100

   Standard seal material is  Flourocarbon

Part No  .  LS         D         HS            A          T

H501-02SM      58         28.5      19*6       13    NPT1/4

H501-03SM      65          35         25*6     14.4  NPT3/8

 Pressure Drop-in PSID

  Application and features  

1.Nise H501 Series couplings with  their threaded union 
   locking  system  and  precision ball-type check valves 
   are  designed  for extreme high pressure  applications 
   such an poratable hydraulic jacks.

.H501 Series  employs  a thread  sleeve locking mecha
    -nism,mates with matching male threads on the nipple.
    The two halves must  be  manually  threaded  together 
    for connection.
3.The valve provides the mental-to-mental seal between 
    the chrome steel balls or top rod and coined seat.
4.
5.The interface seal is polyurethane  which  resists  high 
    pressure extrusion.

.  3000  P VM
   .

2

Critical parts are hardened for durability.

6 Compatible with PARKER  Series,FASTER V  
Series

1  H 501 
      
2  H 501 
      
      
3
4
5
6 PARKER3000
      FASTER  PVVM

GPM

Part No .     LP          HP          A          T

H501-02PM       32.5      11.2     19*6    13       NPT1/4

H501-03PM        40         35        32*6    13.5   NPT3/8

C         

 PLUG  

 SOCKET

T

LP          

HP          
C         

A          

LS         

D
  
  
  
  
 

HS            A          

T



Features:High pressure coupling, Interchangeable with 
similar models,Axial sealing
Material:Steel (Nickel-plated)
Rated Pressure 50Mpa
Temperture Range(Nbr) -20 +80

 Compatibility:National standard

            

50Mpa
-20 +80
 

             

 H501 H505

     

     

Mainly suitable for fluid   Open close-type ends 

Mainly suitable for fluid   Open close-type ends 

       Nise H505 Series couplings with  their threaded union  system  and  precision ball-type check valves are  designed  for extreme high pressure  

applications  such an poratable hydraulic jacks.H505 Series  employs  a thread  sleeve locking mechanism,mates with matching male threads on the 

nipple.The two halves must  be  manually  threaded  together for connection.The valve provides the mental-to-mental seal between the chrome steel

balls or top rod and coined seat. The interface seal is polyurethane  which  resists  high pressure extrusion.Critical parts are hardened for durability.

H50               5-04PM 56   40 27    14      M18*1.5 M22*1.5

Part No .    LP      HS         A        TD

H50                5-04SM 69      18.5      27    14    

Part  No . LS      C        HS         A        T

M18*1.5 M22*1.5

 PLUG  

 SOCKET
C         

LP          
A          

T

HP          

D
  
  
  
  
 

LS         
HS            

A          

T

Mainly suitable for fluid   Both ends open type

R R

320kg/cm, -20 ~+80
Application and features
These coupling is adequate for dielectric situation with engine oil.Nominal pressure 320kg/cm temp,range -20 ~+80 .

6.3       31.5     M16*1.5        

10       31.5       M18*1.5        

12.5     31.5     M27*1.5         

20         25          M30*1.5       

25         25          M33*2           

D        Mpa     T

31.5     20          M52*2           

40       16          M60*2            

50       16       M68*2            

 Specifications

( )Body Size(in)                        M22 1.5                             M21 1.5    

Rated pressure(PSI)                                   10.000

Rated flow(GPM)                           3                                           6       

( )Temperture range(std seals)           -20 +80

   Standard seal material is  Flourocarbon

             

70Mpa

-20 +80

 
Features:High pressure coupling. Interchangeable with 

similar models.Reduced spillage.Maximal security due 

to positive locking mechanism

Material:Steel (Chromium-plated)

Rated Pressure 70Mpa

Temperture Range(Nbr) -20 +80

 Compatibility:National standard
Mainly suitable for fluid   Open close-type ends 



  Application and features  

H602-1SM      30  17.5     14*6   9   ZG1/8

H602-2SM     42    24      19*6   13   ZG1/4

H602-3SM     46    28     23*6   13     ZG3/8

H602-4SM     56    35   29*6  17       ZG1/2

H602-6SM       65   45   38*6   19     ZG3/4

Part No .  LS     D     HS         A        T

H602-8SM       76    58   50*6   22     ZG1

H602-10SM    86     69      54*6   25  ZG1-1/4

H602-12SM   95      75    58*6   25    ZG1-1/2

H602-16SM   108    98    77*6   29    ZG2

H602-1SF      27   17.5     14*6    9   ZG1/8

H602-2SF     32    24        19*6    13   ZG1/4

H602-3SF     35    28       23*6     13     ZG3/8

H602-4SF     42    35      29*6      17       ZG1/2

H602-6SF       48   45     38*6      19     ZG3/4

Part No .   LS     D     HS         A        T

H602-8SF       59   58      50*6     22     ZG1

H602-10SF    64     69      54*6     23  ZG1-1/4

H602-12SF    71      75    58*6      25    ZG1-1/2

H602-16SF    80     98    77*6       27    ZG2

H602-1SH      27  17.5     14*6   9   ZG1/8

H602-2SH     32    24      19*6   13   ZG1/4

H602-3SH     35    28      23*6   13     ZG3/8

H602-4SH    42    35      29*6  17       ZG1/2

H602-6SH       48   45     38*6   19     ZG3/4

Part No .    LS     D     HS         A        T

H602-8SH       59    58     50*6   22     ZG1

H602-10SH    64     69      54*6   25  ZG1-1/4

H602-12SH     71    75    58*6   25    ZG1-1/2

H602-16SH     80    98    77*6   29    ZG2

 Specifications

( )Body Size(in)              1/8    1 /4    3 /8    1/ 2    3 /4      1     1-1/4   1-1/2    2  

Rated pressure(PSI)                                  

Rated flow(GPM)                 3                   6                       12               16   

( )Temperture range(std seals)           -20 +80

 Steel                                          

 Brass                                         1000             1000                1000            1000                

Mainly suitable for fluid   Both ends open type

1. H602 

   

   

2.

   

3.

4.  NITTO  TSP

1000             1000             1000            1000            1000                

2000             2000                2000            2000                2000             2000             2000            2000            2000                

20   25   12               35   45   

1.The H602 Series are non-valve  couplings  for  applications  where 
    maximum  flow  is  required. Their  smooth, open  bore   offers  the 
    lowest pressure drop of any quick coupling design and is  ideal  for 
    applications  such  as  high - pressure  water  and  steam  washers,
    carper cleaners and mold coolant lines and many other  non-valve 
    applications
2.The smooth, open bore with no valving in either half offers minimal 
    pressure drop and allows easy cleansing in applications where the 
    same lines are used for more than one media.
3.Materials Brass or Stainless steel
4.Compatible with NITTO TSP Series. 
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HS         A        

T

LS     

D
  
  
 

HS         

A        

T
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Mainly suitable for fluid   Both ends open type

R R

 Specifications

( )Body Size(in)                    1/8               1 /4                  3 /8              1/ 2

Rated pressure(PSI)                                   

Rated flow(GPM)                 3                   6                       12               12   

( )Temperture range(std seals)           -20 +80

 Steel                                          2000             2000                1500            1500       

 Brass                                         1000             1000                1000            1000                

H601-1SF      25.4     18     14*6   9   NPT1/8

H601-2SF      37.3     24      19*6   13   NPT1/4

H601-3SF     40.4       29     24*6   13  NPT3/8

H601-4SF      48.5      33.3   29*6  17    NPT1/2

H601-6SF       52.1     41.7   36*6   19   NPT3/4

Part No .    LS     D     HS         A        T

H601-8SF       58.7     50.8   45*6   22   NPT1

H601-10SF    62       64      50*6   23  NPT1-1/4

H601-12SF   72.9   75    63.5*6   25   NPT1-1/2

H601-1SM     26.9    18     14*6   9   NPT1/8

H601-2SM     42.9    24      19*6   13   NPT1/4

H601-3SM    44.5      29     24*6   13  NPT3/8

H601-4SM     50.5     33.3   29*6  17    NPT1/2

H601-6SM     55.1     41.7   36*6   19   NPT3/4

     LS     D     HS         A        T

H601-8SM     64.3    50.8   45*6   22   NPT1

H601-1PF      24.8    10.5     12*6   9   NPT1/8

H601-2PF      35.2    18.9      17*6   13   NPT1/4

H601-3PF     41.3     22.2     19*6   13  NPT3/8

H601-4PF      46.9    23.8   22*6  17    NPT1/2

H601-6PF       51.8    28   32*6   19   NPT3/4

     LP     C     HP         A        T

H601-8PF       54.9   30.6   41*6   22   NPT1

H601-10PF    60.3    34.1      50*6   23  NPT1-1/4

H601-12PF   71.3   43.5   54*6   26   NPT1-1/2

H601-1PM     32    10.5     12*6   9   NPT1/8

H601-2PM     38    18.9      17*6   13   NPT1/4

H601-3PM    43      22.2     19*6   13  NPT3/8

H601-4PM     52    23.8     22*6  17    NPT1/2

H601-6PM     59     28       32*6   19   NPT3/4

     LP     C     HP         A        T

Part No .    

Part No .    

Part No .    

  Application and features  

3.Materials Brass or Stainless steel

4.Compatible  with PARKER FE  ST Series, HANSEN ST Series , FOSTERF  ST 

   Series.

1.The H602 Series  are non-valced couplings for applications  where maximum 

    flow is required. Their  so mooth, open  bore offers  the lowest  pressure drop 

    of  any quick  coupling design  and  is  ideal  for  applications  such  as  high - 

    pressure  water and steamwasshers, carper cleaners and mold  coolant lines 

    and manyother non-valved applications

2.The smooth, open bore  with  no valving in either half offers  minimal pressure 

   drop and allowseasy clesningin applications where the same lines areused for 

   more than one media.

 

1. H601 

   

   

2.

   

3.

4.  PARKER  St  HANSEN 

   St FOSTERF St
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 Specifications

( )Body Size(in)           1 /8     1 /4     3 /8    1 /2    3/ 4   1  1-1/4   1-1/2   2                 

Rated pressure(PSI) 5000 3000 3000  3000 3000 3000 2000   2000 1500

( )Temperture range(std seals)           -20 +80

   Standard seal  material is  Nitrile

KZE-1SF      48    24      14*6      10   G1/8

KZE-2SF     58     28       19*6      12.5  G1/4

KZE-3SF     65     35        22*6     13     G3/8

KZE-4SF     66    39.5     27*6     17       G1/2

KZE-6SF     79     49        36*6      18     G3/4

Part  No .   LS      D        HS         A        T

KZE-8SF      95.5   58     41*6      21     G1

KZE-10SF    115     70      54*6     27  G1-1/4

KZE-12SF    124    79      60*6     27    G1-1/2

KZE-16SF    132    102    77*6     30   G2

KZE-1PF      29   19.5      14*6      10     G1/8

KZE-2PF     35.5  22.5       19*6    12.5  G1/4

KZE-3PF     40     25        22*6       13     G3/8

KZE-4PF     46     29        27*6       17       G1/2

KZE-6PF     55     39        36*6       18     G3/4

Part  No .    LP      C        HP         A        T

KZE-8PF      59.5  44     41*6         21     G1

KZE-10PF    70     45      52*6        27    G1-1/4

KZE-12PF    75    49      60*6         27    G1-1/2

KZE-16PF    80    52       75*6        30     G2

 Pressure Drop-in PSID

  Application and features  

1. The NISE KZE Series hydraulic quick couplings are
    mainly used for construction equipment,forest equi
    -pment, hydraulic machinery and oil equipment and  
    other required  hydraulic  applications. 

.   are   
    

.The coupling can meet the standard  of domestic oil,
    is  the most  widely used one of  the hydraulic quick 
   coupling

2 Poppet valves available to prevent uncoupled
leakage .Poppet  valves  open  automatically  when 

    coupled within rated working  pressure  to keep  the 
    flow expeditely.
3.Critical parts are hardened for durability.
4

1 NISE KZE 
     
     
2
      
      
3
4
      

GPM

 PLUG  

 SOCKET

LS      

D
  
  
  
  

HS         

A        

T

LP      

C        
HP         

A        

T

Mainly suitable for fluid   Open close-type ends 

R

( )

 

H602-1PM      32  15.5     12*6    9     ZG1/8

H602-2PM     38    18       17*6    13    ZG1/4

H602-3PM     43    21       19*6    13     ZG3/8

H602-4PM     52    24       22*6    17       ZG1/2

H602-6PM     59    28       32*6     19     ZG3/4

Part  NO .    LP     C     HP         A        T

H602-8PM      73    36      41*6     22     ZG1

H602-10PM    83     39      50*6    23   ZG1-1/4

H602-12PM     93    45     54*6     26    ZG1-1/2

H602-16PM    102   51     75*6     27   ZG2

H602-1PF     26  15.5     14*6    9     ZG1/8

H602-2PF     34    18       17*6    13    ZG1/4

H602-3PF     38    21       21*6    13     ZG3/8

H602-4PF     45    24       29*6    17       ZG1/2

H602-6PF     51    28       35*6     19     ZG3/4

Part  No .    LP     C     HP         A        T

H602-8PF      60    36      41*6     22     ZG1

H602-10PF    64     39      54*6    25   ZG1-1/4

H602-12PF     75    45     58*6     25    ZG1-1/2

H602-16PF     83    51     77*6     29    ZG2

H602-1PH     41      15.5     12         20       3

H602-2PH     53      18        14        29         5

H602-3PH     60       21       18        32        7

H602-4PH     70       24       22         39       10

H602-6PH     84        28       28        48      15

Part No .   LP     C     HP         A        T

H602-8PH      105    36        40        57      19

H602-10PH    121     39      48        70       26

H602-12PH     132    45      55        75       32

H602-16PH     142    51      70         80       40

Mainly suitable for fluid   Both ends open type
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NJ04-04PF              47   28.5 27 18      

Part No .    LP      HS         A        TC

3 /4-16UNF M22*1.5

NJ04-04SF              66   38 27    18      3 /4-16UNF M22*1.5

Part No .    LS      HS         A        TD

NJ03-04PF              49   28 29 18      M20*1.5 M22*1.5

Part No .    LP      HS         A        TC

NJ03-04SF              72.3   45 29    18      M20*1.5 M22*1.5

Part No .    LS      HS         A        TD

NJ02-04PF              49   27 30 18      M20*1.5 M22*1.5

Part No .    LP      HS         A        TC

NJ02-04SF              72.3   43 30    18      M20*1.5 M22*1.5

Part No .    LS      HS         A        TD

NJ01-04PF              45   26.5 27 18      M20*1.5 M22*1.5

Part No .    LP      HS         A        TC

NJ01-04SF              68   39 30    18      M20*1.5 M22*1.5

Part No .    LP      HS         A        TD

Socket with valve Plug without valve   

R

Mainly suitable for fluid   Open close-type ends 

R

( )

 Specifications

( )Body Size(in)  M16*1.5  M22*1.5  M27*1.5  M30*1.5  M36*2   M42*2   M52*2   M60*2   M68*2                        

Rated pressure(PSI)   5000   5000  5000  5000  4000   4000  3000  2000   2000               

( )Temperture range(std seals)           -20 +100

   Standard seal material is  Nitrile

 Pressure Drop-in PSID

  Application and features  

1. Q/ZB275-77 Series hydraulic quick couplings are 
     mainly used  for  construction  equipment, forest 
     equipment, hydraulic  machinery  and oil equipm
     -ent  and other required hydraulic  applications. 

.  are

. The coupling  can meet the  standard of  domestic 
    oil field, the thread connection, is the most  widely 
    used one of the hydraulic quick  coupling.

2 Poppet valves  available to prevent uncoupled
    leakage .Poppet valves open automatically  when
    coupled  within  rated  working  pressure  to  keep
    the flow expeditely.
3. Critical parts are hardened for durability.
4

1 Q / ZB275-77 
      
      
2
      
      
3
4
      

Q/ZB275-77  06SM    44   28   2 19 13  M16*1.5

Q/ZB275-77  08SM    46    31  2 22   13  M22*1.5

Q/ZB275-77  10SM    52    36  2 27   13  M27*1.5

Q/ZB275-77  15SM    56   40   2 30   16  M30*1.5

Q/ZB275-77  20SM    65    48  2 36   16.5  M36*2

Part No .   LS      D        HS         A        T

Q/ZB275-77  25SM    78   56   2 46    20   M42*2

Q/ZB275-77  32SM    84    66  2 55   22  M52*2

Q/ZB275-77  40SM    93   77   2 65    26  M60*2

Q/ZB275-77  50SM    99    82  2 70    30 M68*2

Q/ZB275-77 06PM    40   18   2 19 13  M16*1.5

Q/ZB275-77 08PM    41   19  2 22   13  M22*1.5

Q/ZB275-77 10PM    46   22  2 27   13  M27*1.5

Q/ZB275-77 15PM    53   24   2 30   16  M30*1.5

Q/ZB275-77 20PM    59   29  2 36   16.5  M36*2

                          LP      C        HP         A        T

Q/ZB275-77 25PM    66   31   2 46    20   M42*2

Q/ZB275-77 32PM    79   36  2 55   22  M52*2

Q/ZB275-77 40PM    90   39.5 2 65    26  M60*2

Q/ZB275-77 50PM    97   41  2 70    30 M68*2

Part No .   

GPM
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M20*1.5 M22*1.5

G 1 / 2



R

Fluid connector manufacturer

R

Fluid connector manufacturer



Description: It is widely used in Asian market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding.
Compatibility:Nitto series,CEJN 315series,Rectus 13KA series.
Working Pressure:1.0MPa                 Working Temperature:-20 +100

HI-CUPLA HI-CUPLA 315 13KA
1.0mpa                -20 ~+100

CEJN Rectus

Part  No .    LS    D     Hs        A    T      d

P001-10SH     72.5    26   21  28     7      3.5

P001-20SH     72.5    26   21 30    9       5

P001-40SH     75.5    26   21   33   14.5    9

P001-30SH     72.5    26   21    30   11.2   7.3

Part  No . LS   D     Hs      A     T(BSP)     d

P001-10SF   49.5   26  12   BSP1/8   8

P001-20SF   49.5   26   13   BSP1/4    8

P001-40SF   55.5   26   16   BSP1/2    8

P001-30SF   50.5   26   15   BSP3/8    8

Part  No . LS   D     Hs      A     T(PT)     d

P001-10SM   54 26  10   PT1/8    5

P001-20SM   55.5   26  13  PT1/4    8

P001-40SM   57.5   26  14 PT1/2  13.5

P001-30SM   55.5   26  13  PT3/8  10.5

Part  No .  LS     D     Hs         A       T      d

P001-10SP     55   26   13 6*4        3

P001-20SP     56.5   26  14     8*5         4

P001-40SP     60.5     26  18.5  12 *8    6

P001-30SP     57.5   26  16.5     10*6.5  5

Part  No . Lp     C       Hp        A           T  d

P001-10PH    56   20.5   15     28         7       7.5

P001-20PH    56   20.5   15      30        9         7.5

P001-40PH    56   20.5   18      33       13.5        7.5

P001-30PH    56   20.5   15      30     11.2     7.5

Part  No . Lp       C        Hp         A       T      d

P001-10PP   36.5  20.5   13 6*4       

P001-20PP   41      20.5  14      8*5        

P001-40PP   48   20.5  18.5  12*8       

P001-30PP   44      20.5  16.5      10 *6.5 

Part  No . Lp   C     Hp      A     T(BSP)     d

P001-10PF 34.5  20.5  12   BSP1/8    

P001-20PF  37.5  20.5  15  BSP1/4     

P001-40PF  38.5  20.5  16  BSP1/2     

P001-30PF  37.5  20.5  15  BSP3/8     

Part  No . Lp   C       Hp      A     T(PT)     d

P001-10PM   37  20.5  10   PT1/8   

P001-20PM   40  20.5  13  PT1/4     

P001-40PM   44  20.5  15  PT1/2     

P001-30PM   40  20.5  13  PT3/8   
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Socket with valve Plug without valve   Socket with valve Plug without valve   

Description: It is widely used in Asian market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding.
Compatibility:Nitto series,CEJN 315series,Rectus 13KA series.
Working Pressure:1.0MPa                 Working Temperature:-20 +100

HI-CUPLA HI-CUPLA 315 13KA
1.0mpa                -20 ~+100

CEJN Rectus

Part  No .    LS    D     Hs        A    T      d

P001A-10SH     72.5    27   22  28     7      3.5

P001A-20SH     72.5    27   22 30    9       5

P001A-40SH     75.5    27   22   33   14.5    9

P001A-30SH     72.5    27   22    30   11.2   7.3

Part  No . LS   D     Hs      A     T(BSP)     d

P001A-10SF   49.5   27   12   BSP1/8   8

P001A-20SF   49.5   27   13   BSP1/4    8

P001A-40SF   55.5   27   16   BSP1/2    8

P001A-30SF   50.5   27   15   BSP3/8    8

Part  No . LS   D     Hs      A     T(PT)     d

P001A-10SM   54  27  10   PT1/8    5

P001A-20SM   55.5   27  13  PT1/4    8

P001A-40SM   57.5   27  14  PT1/2  13.5

P001A-30SM   55.5   27  13  PT3/8  10.5

Part  No .  LS     D     Hs         A       T      d

P001A-10SP     55   27   13  6*4        3

P001A-20SP     56.5   27  14     8*5         4

P001A-40SP     60.5     27  18.5  12 *8    6

P001A-30SP     57.5   27  16.5    10* 6.5 5

Part  No . Lp     C       Hp        A           T  d

P001A-10PH    56   20.5   15     28         7       7.5

P001A-20PH    56   20.5   15      30        9         7.5

P001A-40PH    56   20.5   18      33       13.5        7.5

P001A-30PH    56   20.5   15      30     11.2     7.5

Part  No . Lp       C        Hp         A       T      d

P001A-10PP   36.5  20.5   13  6*4       

P001A-20PP   41      20.5  14      8*5        

P001A-40PP   48   20.5  18.5  12* 8      

P001A-30PP   44      20.5  16.5      10* 6.5 

Part  No . Lp   C     Hp      A     T(BSP)     d

P001A-10PF 34.5  20.5  12   BSP1/8    

P001A-20PF  37.5  20.5  15  BSP1/4     

P001A-40PF  38.5  20.5  16  BSP1/2     

P001A-30PF  37.5  20.5  15  BSP3/8     

Part  No . Lp   C       Hp      A     T(PT)     d

P001A-10PM   37  20.5  10   PT1/8   

P001A-20PM   40  20.5  13  PT1/4     

P001A-40PM   44  20.5  15  PT1/2     

P001A-30PM   40  20.5  13  PT3/8   

22  

22

22   

22    

22  

22

22   

22    

22  

22

22  

22   

7.5

7.5

7.5

7.5

7.5

7.5

7.5

7.5

3

4

6

5

14   

14  

22 

17  

14   

17 

24 

21  

14   

14  

19

16  

Lp   
C       

Hp      
A     

T
(P

T
) 

  
  

d

Lp       
C        

Hp         
A       

T
  
  
  

d

Lp   

C     Hp      

A     

T
(B

S
T

) 
  
  

d

LS    

D
  
  
 

Hs        A    

T
  
  
  

d

LS   

D
  
  
 

Hs      A     

T
(P

T
) 

  
  

d

LS   

D
  
  
 

Hs      

A     

T
(B

S
T

) 
  
  

d

Lp     
C       

H
p

  
  
  
  

A      

d T
  
  
  

LS     

D
  
  
 

Hs         A       

T
  
  
  

d

R R



Description:  It is widely used in Asian market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding.
Compatibility: Nitto series,CEJN 315series,Rectus 13KA series.
Working Pressure: 1.5MPa                 Working Temperature:-20 +100

HI-CUPLA 

Part No . LS    D     Hs        A    T      d

P002-10SH     72.5    27   25     7      3.5

P002-20SH     72.5    27   26     9       5

P002-40SH     75.5    27   33   14.5    9

P002-30SH     72.5    27   28   11.2   7.3

Part No . LS   D     Hs      A     T(BST)     d

P002-10SF   52  27   12   BSP1/8   8

P002-20SF   55   27   13   BSP1/4    8

P002-40SF   57   27   16   BSP1/2    8

P002-30SF   55   27   15   BSP3/8    8

Part No . LS   D     Hs      A     T(PT)     d

P002-10SM   53.5  27  10  PT1/8    5

P002-20SM   56.5  27  13  PT1/4    8

P002-40SM   58.5  27  14  PT1/2  13.5

P002-30SM   56.5  27 13  PT3/8  10.5

Part No . LS     D     Hs         A       T      d

P002-10SP     53      27   13 6*4        3

P002-20SP     57.5   27  14     8*5         4

P002-40SP     60.5      27  18.5  12*8     6

P002-30SP     58.5   27  16.5     10*6.5  5

Part No . Lp     C       Hp        A       T      d

P002-10PH    56   20.5   15     28         7       7.5

P002-20PH    56   20.5   15      30        9         7.5

P002-40PH    56   20.5   18      33       13.5        7.5

P002-30PH    56   20.5   15      30     11.2     7.5

Part No .  Lp   C     Hp      A     T(BST)     d

P002-10PF 34.5  20.5  12   BST1/8    

P002-20PF  37.5  20.5  15  BST1/4     

P002-40PF  38.5  20.5  16  BST1/2     

P002-30PF  37.5  20.5  15  BST3/8     

Part No . Lp       C        Hp         A       T      d

P002-10PP   36.5  20.5   13  6*4       

P002-20PP   41      20.5  14     8*5        

P002-40PP   48   20.5  18.5  12*8      

P002-30PP   44      20.5  16.5      10* 6.5 

Part No .  Lp   C       Hp      A     T(PT)     d

P002-10PM   37  20.5  10   PT1/8    

P002-20PM   40  20.5  13  PT1/4     

P002-40PM   44  20.5  15  PT1/2     

P002-30PM   40  20.5  13  PT3/8    
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Description: It is widely used in Asian market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding.
Compatibility:Nitto series,CEJN 315series,Rectus 13KA series.
Working Pressure:1.0MPa                 Working Temperature:-20 +100

HI-CUPLA HI-CUPLA 315 13KA
1.0mpa                -20 ~+100

CEJN Rectus

Part  No .    LS    D     Hs        A    T      d

P001B-10SH     60  24   21  26     7      3.5

P001B-20SH     60    24   21 26    9       5

P001B-40SH     67.5    24   21   33   14    9

P001B-30SH     61.5    24   21    28   11.2   7.3

Part  No . LS   D     Hs      A     T(BSP)     d

P001B-10SF   43   24   12   BSP1/8   8

P001B-20SF   45   24   13   BSP1/4    8

P001B-40SF   48   24   16   BSP1/2    8

P001B-30SF   45   24   15   BSP3/8    8

Part  No . LS   D     Hs      A     T(PT)     d

P001B-10SM   54  24  10   PT1/8    5

P001B-20SM   48  24  13  PT1/4    8

P001B-40SM   50  24  14  PT1/2  13.5

P001B-30SM   48  24  13  PT3/8  10.5

Part  No .  LS     D     Hs         A       T      d

P001B-10SP     47   24   13  6*4        3

P001B-20SP     48  24  14     8*5         4

P001B-40SP     51    24  18.5  12*8     6

P001B-30SP     49  24  16.5     10*6.5  5

Part  No . Lp     C       Hp        A           T  d

P001B-10PH    56   20.5   15     28         7       7.5

P001B-20PH    56   20.5   15      30        9         7.5

P001B-40PH    56   20.5   18      33       13.5        7.5

P001B-30PH    56   20.5   15      30     11.2     7.5

Part  No . Lp       C        Hp         A       T      d

P001B-10PP   36.5  20.5   13   6*4       

P001B-20PP   41      20.5  14     8* 5       

P001B-40PP   48   20.5  18.5  12*8      

P001B-30PP   44      20.5  16.5      10*6.5 

Part  No . Lp   C     Hp      A     T(BSP)     d

P001B-10PF 34.5  20.5  12   BSP1/8    

P001B-20PF  37.5  20.5  15  BSP1/4     

P001B-40PF  38.5  20.5  16  BSP1/2     

P001B-30PF  37.5  20.5  15  BSP3/8     

Part  No . Lp   C       Hp      A     T(PT)     d

P001B-10PM   37  20.5  10   PT1/8   

P001B-20PM   40  20.5  13  PT1/4     

P001B-40PM   44  20.5  15  PT1/2     

P001B-30PM   40  20.5  13  PT3/8   
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Socket with valve Plug without valve   Socket with valve Plug without valve   

R R



Description:  It is widely used in Asian market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding.
Compatibility: Nitto series,CEJN 315series,Rectus 13KA series.
Working Pressure:1.0MPa                 Working Temperature:-20 +100

HI-CUPLA HI-CUPLA 315 13KA
1.5mpa                     -20 ~+100
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Part No . LS    D     Hs        A    T      d

P002B-10SH     70.5    26.3   22 25     7      3.5

P002B-20SH     72.5    26.3   22    25     9       5

P002B-40SH     75.5    26.3   22    25   14.5    9

P002B-30SH     72.5    26.3   22    25   11.2   7.3

Part No . Lp     C       Hp        A       T      d

P002B-10PH    57   20.5   15     28         7       7.5

P002B-20PH    57   20.5   15      30        9         7.5

P002B-40PH    57   20.5   18      33       13.5        7.5

P002B-30PH    57   20.5   15      30     11.2     7.5

Part No . Lp   C     Hp      A     T(BSP)     d

P002B-10PF 34.5  20.5  12   BSP1/8   

P002B-20PF  37.5  20.5  15  BSP1/4    

P002B-40PF  38.5  20.5  16  BSP1/2   

P002B-30PF  37.5  20.5  15  BSP3/8    
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Part No . Lp   C       Hp      A     T(PT)     d

P002B-10PM   37  20.5  10   PT1/8  

P002B-20PM   40  20.5  13  PT1/4    

P002B-40PM   44  20.5  15  PT1/2     

P002B-30PM   40  20.5  13  PT3/8    
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22 

17 

7.5

7.5

7.5

7.5

Part No . Lp       C        Hp         A       T      d

P002B-10PP   36.5  20.5   13   6*4       

P002B-20PP   41      20.5  14      8*5        

P002B-40PP   48   20.5  18.5  12*8      

P002B-30PP   44      20.5  16.5      10*6.5  
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Part No . LS   D     Hs      A     T(BSP)     d

P002B-10SF   52   26.3   12   BSP1/8   8

P002B-20SF   55  26.3   13   BSP1/4   8

P002B-40SF   57  16   BSP1/2    8

P002B-30SF   55   15   BSP3/8    8
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22    

22    26.3   

26.3   

Part No . LS   D     Hs      A     T(PT)     d

P002B-10SM   53.5  10  PT1/8    5

P002B-20SM   56.5  13  PT1/4   8

P002B-40SM   58.5  14  PT1/2 13.5

P002B-30SM   56.5  13  PT3/8 10.5
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26.3   

26.3   

26.3   

26.3   

Part No . LS     D     Hs         A       T      d

P002B-10SP     53      13  6*4        3

P002B-20SP     57.5   14     8*5         4

P002B-40SP     60.5      18.5  12*8    6

P002B-30SP     58.5   16.     10*6.5  5
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Socket with valve Plug without valve   Socket with valve Plug without valve   

Description:  It is widely used in China market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding.
Compatibility: Nitto series,CEJN 315series,Rectus 13KA series.
Working Pressure:1.5MPa                 Working Temperature:-20 +100

HI-CUPLA HI-CUPLA 315 13KA
1.5mpa                     -20 ~+100

Part No . Lp       C        Hp         A       T      d

P002A-10PP   36.5  20.5   14  13   4*6       3

P002A-20PP   41      20.5  14 14      5*8        4

P002A-40PP   48   20.5  19   19  8*12       6

P002A-30PP   44      20.5  16   16      6.5*10  5

Part No . Lp   C       Hp      A     T(PT)     d

P002A-10PM   37  20.5  14  10   PT1/8    

P002A-20PM   40  20.5  14  11  PT1/4     

P002A-40PM   44  20.5  22  15  PT1/2     

P002A-30PM   40  20.5  17  13  PT3/8     

7.5

7.5

7.5

7.5

Part No . Lp   C     Hp      A     T(BSP)     d

P002A-10PF 34.5  20.5  14  12   BSP1/8    

P002A-20PF  37.5  20.5  17  15  BSP1/4     

P002A-40PF  38.5  20.5  24  16  BSP1/2     

P002A-30PF  37.5  20.5  21  15  BSP3/8     

7.5

7.5

7.5

7.5

Part No . Lp     C       Hp        A       T      d

P002A-10PH    57   20.5   15     28         7       

P002A-20PH    57   20.5   15      30        9         

P002A-40PH    57   20.5   18      33       15        

P002A-30PH    57   20.5   15      30     11.2     

7.5

7.5

7.5

7.5

Part No . LS    D     Hs        A    T      d

P002A-10SH     72.5    27   25    7      3.5

P002A-20SH     74.5    27   25   9       5

P002A-40SH     77.5    27   25   14.5    9

P002A-30SH     74.5    27   25   11.2   7.322    

22    

22    

22    

Part No . LS   D     Hs      A     T(BSP)     d

P002A-10SF   54   27   12   BSP1/8 8

P002A-20SF   57  27   13   BSP1/4    8

P002A-40SF   59   27   16   BSP1/2   8

P002A-30SF   57   27   15   BSP3/8    822    

22    

22    

22    

Part No . LS   D     Hs      A     T(PT)     d

P002A-10SM   55.5  27  10   PT1/8    5

P002A-20SM   58.5  27  13 PT1/4   8

P002A-40SM   60.5  27  16  PT1/2  13.5

P002A-30SM   58.5  27  15  PT3/8  10.522    
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22    

Part No . LS     D     Hs         A       T      d

P002A-10SP     55      27   13  6*4        3

P002A-20SP     59.5   27 14    8*5         4

P002A-40SP     62.5      27  18.5  12*8     6

P002A-30SP     59.5   27  16.5     10*6.5 522    
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Description:  It is widely used in China market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding.
Compatibility: Nitto series,CEJN 315series,Rectus 13KA series.
Working Pressure:1.0MPa                 Working Temperature:-20 +100

HI-CUPLA HI-CUPLA 315 13KA
1.0mpa                     -20 ~+100

Part No . LS   D     Hs      A     T(BSP)     d

P002F-10SF   52  26 12   BSP1/8   8

P002F-20SF   55   26   13   BSP1/4    8

P002F-40SF   57   26   16   BSP1/2    8

P002F-30SF   55   26   15   BSP3/8    8

22    

22   

22   

22    

Part No . LS     D     Hs         A       T      d

P002F-10SP     53      26   13  3

P002F-20SP     57.5   26  14     4

P002F-40SP     60.5      26  18.5  6

P002F-30SP     58.5   26  16.5     5

22    

22   

22   

22    

Part No . LS   D     Hs      A     T(PT)     d

P002F-10SM   53.5  26  10   PT1/8    5

P002F-20SM   56.5  26  13  PT1/4    8

P002F-40SM   58.5  26  14  PT1/2  13.5

P002F-30SM   56.5  26  13  PT3/8  10.5

22    

22   

22   

22    

Part No . LP       C        Hp         A       T      d

P002F-10PP   36.5  20.5   

P002F-20PP   41      20.5  

P002F-40PP   48   20.5  

P002F-30PP   44      20.5  

14  

14  

19  

16

Part No . LP   C       Hp      A     T(PT)     d

P002F-10PM   37  20.5  10   PT1/8    

P002F-20PM   40  20.5  13  PT1/4     

P002F-40PM   44  20.5  15  PT1/2     

P002F-30PM   40  20.5  13  PT3/8     

14  

14  

22  

17

7.5

7.5

7.5

7.5

Part No . LP   C     Hp      A     T(BSP)     d

P002F-10PF 34.5  20.5  14  12   BSP1/8    

P002F-20PF  37.5  20.5  17  15  BSP1/4   

P002F-40PF  38.5  20.5  24  16  BSP1/2     

P002F-30PF  37.5  20.5  21  15  BSP3/8    

7.5

7.5

7.5

7.5

Part No . LP     C       Hp        A       T      d

P002F-10PH    56   20.5   15     28         7       

P002F-20PH    56  20.5   15      30        9         

P002F-40PH    56   20.5   18      33       13.5        

P002F-30PH    56  20.5   15      30     11.2     

7.5

7.5

7.5

7.5

Part No . LS    D     Hs        A    T      d

P002F-10SH     72.5    22    25     7      3.5

P002F-20SH     72.5    22   26     9       5

P002F-40SH     75.5    22   33   14.5    9

P002F-30SH     72.5    22    28  11.2   7.3
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Socket with valve Plug without valve   Socket with valve Plug without valve   
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Description:  It is widely used in China market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding.
Compatibility: Nitto series,CEJN 315series,Rectus 13KA series.
Working Pressure:1.0MPa                 Working Temperature:-20 +100

HI-CUPLA HI-CUPLA 315 13KA
1.0mpa                     -20 ~+100

Part No . LS   D     Hs      A     T(BSP)     d

P002E-10SF   52  30   12   BSP1/8   8

P002E-20SF   55   30   13   BSP1/4    8

P002E-40SF   57   30  16   BSP1/2    8

P002E-30SF   55   30   15   BSP3/8    8

22    

22   

22   

22    

Part No . LS     D     Hs         A       T      d

P002E-10SP     53      30   13  

P002E-20SP     57.5   30 14     

P002E-40SP     60.5      30  18.5  

P002E-30SP     58.5   30  16.5     

22    

22   

22   

22    

Part No . LS   D     Hs      A     T(PT)     d

P002E-10SM   53.5  30  10   PT1/8    5

P002E-20SM   56.5  30  13  PT1/4    8

P002E-40SM   58.5  30 14  PT1/2  13.5

P002E-30SM   56.5  30  13  PT3/8  10.5

22    

22   

22   

22    

Part No . LP   C       Hp      A     T(PT)     d

P002E-10PM   37  20.5  10   PT1/8    14  7.5

Part No . LP   C     Hp      A     T(BSP)     d

P002E-10PF 34.5  20.5  14  12   BSP1/8    

P002E-20PF  37.5  20.5  17  15  BSP1/4   

P002E-40PF  38.5  20.5  24  16  BSP1/2     

P002E-30PF  37.5  20.5  21  15  BSP3/8    

7.5

7.5

7.5

7.5

Part No . LP     C       Hp        A       T      d

P002E-10PH    57   20.5   15     28         7       

P002E-20PH    57   20.5   15      30        9         

P002E-40PH    57   20.5   18      33       13.5        

P002E-30PH    57   20.5   15      30     11.2     

7.5

7.5

7.5

7.5

Part No . LS    D     Hs        A    T      d

P002E-10SH     70.5    22    28     7      3.5

P002E-20SH     72.5    22   30     9       5

P002E-40SH     75.5    22   30   14.5    9

P002E-30SH     72.5    22    30   11.2   7.3

30  

30   

30   

30   

6*4       

8*5        

12*8      

10*6.5  

3

4

6

5

P002E-20PM   40  20.5  13  PT1/4     14  7.5

P002E-30PM   40  20.5  13  PT3/8     17 7.5

P002E-40PM   44  20.5  15  PT1/2     22  7.5

LP       Hp         

T
  
  
  

Hp      LP   
C     

d

A     

Part No . C        A       T      d

P002E-10PP   36.5  20.5   13   14  6*4       3

P002E-20PP   41      20.5  14      14  8*5        4

P002E-30PP   44      20.5  16.5      16 10*6.5  5

12*8      6P002E-40PP   48   20.5  18.5  19  

R R



Description:  It is widely used in Asian market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding
Compatibility: Nitto series,CEJN 315series,Rectus 13KA series..
Working Pressure:1.0MPa                 Working Temperature:-20 +100

HI-CUPLA HI-CUPLA 315 13KA
1.0mpa                     -20 ~+100
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Part No . LS   D     Hs      A     T(BSP)     d

P002G-10SF   52  26 12   BSP1/8   8

P002G-20SF   55   26   13   BSP1/4    8

P002G-40SF   57   26   16   BSP1/2    8

P002G-30SF   55   26   15   BSP3/8    8

22    

22   

22   

22    

Part No . LS     D     Hs         A       T      d

P002G-10SP     53      26   13  3

P002G-20SP     57.5   26  14     4

P002G-40SP     60.5      26  18.5  6

P002G-30SP     58.5   26  16.5     5

22    

22   

22   

22    

Part No . LS   D     Hs      A     T(PT)     d

P002G-10SM   53.5  26  10   PT1/8    5

P002G-20SM   56.5  26  13  PT1/4    8

P002G-40SM   58.5  26  14  PT1/2  13.5

P002G-30SM   56.5  26  13  PT3/8  10.5

22    

22   

22   

22    

Part No . LP       C        Hp         A       T      d

P002G-10PP   36.5  20.5   

P002G-20PP   41      20.5  

P002G-40PP   48   20.5  

P002G-30PP   44      20.5  

14  

14  

19  

16

Part No . LP   C       Hp      A     T(PT)     d

P002G-10PM   37  20.5  10   PT1/8    

P002G-20PM   40  20.5  13  PT1/4     

P002G-40PM   44  20.5  15  PT1/2     

P002G-30PM   40  20.5  13  PT3/8     

14  

14  

22  

17

7.5

7.5

7.5

7.5

Part No . LP   C     Hp      A     T(BSP)     d

P002G-10PF 34.5  20.5  14  12   BSP1/8    

P002G-20PF  37.5  20.5  17  15  BSP1/4   

P002G-40PF  38.5  20.5  24  16  BSP1/2     

P002G-30PF  37.5  20.5  21  15  BSP3/8    

7.5

7.5

7.5

7.5

Part No . LP     C       Hp        A       T      d

P002G-10PH    56   20.5   15     28         7       

P002G-20PH    56  20.5   15      30        9         

P002G-40PH    56   20.5   18      33       13.5        

P002G-30PH    56  20.5   15      30     11.2     

7.5

7.5

7.5

7.5

Part No . LS    D     Hs        A    T      d

P002G-10SH     72.5    22    25     7      3.5

P002G-20SH     72.5    22   26     9       5

P002G-40SH     75.5    22   33   14.5    9

P002G-30SH     72.5    22    28  11.2   7.3
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Socket with valve Plug without valve   Socket with valve Plug without valve   
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Description:  It is widely used in China market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding.
Compatibility: Nitto series,CEJN 315series,Rectus 13KA series.
Working Pressure:1.0MPa                 Working Temperature:-20 +100

HI-CUPLA HI-CUPLA 315 13KA
1.0mpa                     -20 ~+100

Part No . LS   D     Hs      A     T(BSP)     d

P002H-10SF   52  30   12   BSP1/8   8

P002H-20SF   55   30   13   BSP1/4    8

P002H-40SF   57   30  16   BSP1/2    8

P002H-30SF   55   30   15   BSP3/8    8

22    

22   

22   

22    

Part No . LS     D     Hs         A       T      d

P002H-10SP     53      30   13  

P002H-20SP     57.5   30 14     

P002H-40SP     60.5      30  18.5  

P002H-30SP     58.5   30  16.5     

22    

22   

22   

22    

Part No . LS   D     Hs      A     T(PT)     d

P002H-10SM   53.5  30  10   PT1/8    5

P002H-20SM   56.5  30  13  PT1/4    8

P002H-40SM   58.5  30 14  PT1/2  13.5

P002H-30SM   56.5  30  13  PT3/8  10.5

22    

22   

22   

22    

Part No . LP   C       Hp      A     T(PT)     d

P002H-10PM   37  20.5  10   PT1/8    14  7.5

Part No . LP   C     Hp      A     T(BSP)     d

P002H-10PF 34.5  20.5  14  12   BSP1/8    

P002H-20PF  37.5  20.5  17  15  BSP1/4   

P002H-40PF  38.5  20.5  24  16  BSP1/2     

P002H-30PF  37.5  20.5  21  15  BSP3/8    

7.5

7.5

7.5

7.5

Part No . LP     C       Hp        A       T      d

P002H-10PH    57   20.5   15     28         7       

P002H-20PH    57   20.5   15      30        9         

P002H-40PH    57   20.5   18      33       13.5        

P002H-30PH    57   20.5   15      30     11.2     

7.5

7.5

7.5

7.5

Part No . LS    D     Hs        A    T      d

P002H-10SH     70.5    22    28     7      3.5

P002H-20SH     72.5    22   30     9       5

P002H-40SH     75.5    22   30   14.5    9

P002H-30SH     72.5    22    30   11.2   7.3

30  

30   

30   

30   

6*4       

8*5        

12*8      

10*6.5  

3

4

6

5

P002H-20PM   40  20.5  13  PT1/4     14  7.5

P002H-30PM   40  20.5  13  PT3/8     17 7.5

P002H-40PM   44  20.5  15  PT1/2     22  7.5

LP       Hp         

T
  
  
  

Hp      LP   
C     

d

A     

Part No . C        A       T      d

P002H-10PP   36.5  20.5   13   14  6*4       3

P002H-20PP   41      20.5  14      14  8*5        4

P002H-30PP   44      20.5  16.5      16 10*6.5  5

12*8      6P002H-40PP   48   20.5  18.5  19  

R R
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Description:  It is widely used in Asian market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding
Compatibility: Nitto series,CEJN 315series,Rectus 13KA series..
Working Pressure:1.0MPa                 Working Temperature:-20 +100

HI-CUPLA HI-CUPLA 315 13KA
1.0mpa                     -20 ~+100

Part No . Lp       C        Hp         A       T      d

Part No . Lp   C       Hp      A     T(PT)     d

P003-10PM   37  20.5  10   PT1/8   

P003-20PM   40  20.5  13  PT1/4     

P003-40PM   44  20.5  15  PT1/2     

P003-30PM   40  20.5  13  PT3/8     

14  

14  

22  

17  

7.5

7.5

7.5

7.5

Part No . Lp   C     Hp      A     T(BSP)     d

P003-10PF 34.5  20.5  14  12   BSP1/8    

P003-20PF  37.5  20.5  17  15  BSP1/4     

P003-40PF  38.5  20.5  24  16  BSP1/2     

P003-30PF  37.5  20.5  21  15  BSP3/8     

7.5

7.5

7.5

7.5

Part No . Lp     C       Hp        A       T      d

P003-10PH    57   20.5   15     28        7       

P003-20PH    57   20.5   15      30        9         

P003-40PH    57   20.5   18      33       13.5        

P003-30PH    57   20.5   15      30     11.2     

7.5

7.5

7.5

7.5

Part No . LS    D     Hs        A    T      d

P003-10SH     74.5    24.5   28     7      3.5

P003-20SH     76.5    24.5   30     9       5

P003-40SH     79.5    24.5   33   14.5    9

P003-30SH     76.5    24.5   30   11.2   7.3

20   

20   

20   

20   

Part No . LS   D     Hs      A     T(BSP)     d

P003-10SF   56  24.5   12   BSP1/8   8

P003-20SF   58   24.5   13   BSP1/4    8

P003-40SF   60 24.5   16   BSP1/2    8

P003-30SF   58   24.5   15   BSP3/8    8

20   

20   

20   

20   

Part No . LS   D     Hs      A     T(PT)     d

P003-10SM   55.5  24.5  9   PT1/8   5

P003-20SM   59.5  24.5  13  PT1/4    8

P003-40SM   61.5  24.5  14  PT1/2  13.5

P003-30SM   59.5  24.5  13  PT3/8  10.5

20   

20   

20   

20   

Part No . LS     D     Hs         A       T      d

P003-10SP     53      24.5   

P003-20SP     60.5   24.5  

P003-40SP     64      24.5  

P003-30SP     63   24.5  

20   

20   

20   

20   

P003-10PP   36.5  20.5   

P003-20PP   41      20.5  

P003-40PP   48   20.5  

P003-30PP   44      20.5  

14  

14  

19  
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14      
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12*8      
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Socket with valve Plug without valve   Socket with valve Plug without valve   

Description:  It is widely used in Asian market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding.
Compatibility: Nitto series,CEJN 315series,Rectus 13KA series.
Working Pressure:1.0MPa                 Working Temperature:-20 +100

HI-CUPLA HI-CUPLA 315 13KA
1.5mpa                     -20 ~+100
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Part No . LS    D     Hs        A    T      d

P002i-10SH     70.5    26.3   22 25     7      3.5

P002i-20SH     72.5    26.3   22    25     9       5

P002i-40SH     75.5    26.3   22    25   14.5    9

P002i-30SH     72.5    26.3   22    25   11.2   7.3

Part No . Lp     C       Hp        A       T      d

P002i-10PH    57   20.5   15     28         7       7.5

P002i-20PH    57   20.5   15      30        9         7.5

P002i-40PH    57   20.5   18      33       13.5        7.5

P002i-30PH    57   20.5   15      30     11.2     7.5

Part No . Lp   C     Hp      A     T(BSP)     d

P002i-10PF 34.5  20.5  12   BSP1/8   

P002i-20PF  37.5  20.5  15  BSP1/4    

P002i-40PF  38.5  20.5  16  BSP1/2   

P002i-30PF  37.5  20.5  15  BSP3/8    

14  

17  

24  

21  

7.5

7.5

7.5

7.5

14  

17  

24  

21  

Part No . Lp   C       Hp      A     T(PT)     d

P002i-10PM   37  20.5  10   PT1/8  

P002i-20PM   40  20.5  13  PT1/4    

P002I-40PM   44  20.5  15  PT1/2     

P002i-30PM   40  20.5  13  PT3/8    

14  

14  

22 

17 

7.5

7.5

7.5

7.5

Part No . Lp       C        Hp         A       T      d

P002i-10PP   36.5  20.5   13   6*4       

P002i-20PP   41      20.5  14      8*5        

P002i-40PP   48   20.5  18.5  12*8      

P002i-30PP   44      20.5  16.5      10*6.5  

14  

14  

19  

16 

3

4

6

5

Part No . LS   D     Hs      A     T(BSP)     d

P002i-10SF   52   26.3   12   BSP1/8   8

P002i-20SF   55  26.3   13   BSP1/4   8

P002i-40SF   57  16   BSP1/2    8

P002i-30SF   55   15   BSP3/8    8

22

22    

22    

22    26.3   

26.3   

Part No . LS   D     Hs      A     T(PT)     d

P002i-10SM   53.5  10  PT1/8    5

P002i-20SM   56.5  13  PT1/4   8

P002i-40SM   58.5  14  PT1/2 13.5

P002i-30SM   56.5  13  PT3/8 10.5

22

22    

22    

22    

26.3   

26.3   

26.3   

26.3   

Part No . LS     D     Hs         A       T      d

P002i-10SP     53      13  6*4        3

P002i-20SP     57.5   14     8*5         4

P002i-40SP     60.5      18.5  12*8    6

P002i-30SP     58.5   16.     10*6.5  5

22

22    

22    

22    

26.3   

26.3   

26.3   

26.3   

R R



Socket with valve Plug without valve   Socket with valve Plug without valve   

Part No . Lp     C       Hp       A       T      d

P005-30PH    68   27.5    24       35     15      9

P005-40PH    70   27.5    24     39       21       11

P005-60PH    77   27.5    24     42       27      14

Part No . Lp      C       Hp      A     T(PT)     d

P005-30PF 42     27.5  6 21*24 15  PT3/8 19P 7

P005-40PF 43.5  27.5  6 26*30 16 PT1/2 14P  7

P005-60PF 45.5  27.5  6 38*44 16  PT3/4 14P    7

Part No . Lp   C       Hp      A     T(PT)     d

P005-30PM  47  27.5  6 17*20  13   PT3/8 19P  11

P005-40PM  54  27.5  6 21*24 15   PT1/2 14P   11

P005-60PM  55  27.5  6 27*30  18 PT3/4 14P   11

Part No . LS   D     Hs        A      T      d

P005-30SH     87     30   6 27*30 35    13.5     9

P005-40SH     88     30   6 27*30  36    16        11

P005-60SH     92     30   6 27*30     40    20.5    14

Part No . LS   D    Hs        A     T(PT)      d

P005-30SF   62     30  6 27*30    15   PT3/8 19P    9

P005-40SF   64     30  6 27*30   16   PT1/2 14P    11

P005-60SF   65     30  6 32*37   16   PT3/4 14P    14

Part No . LS  D     Hs      A     T(PT)     d

P005-30SM   80   30    6 27*30 16   PT3/8 14P  9

P005-40SM   82   30    6 27*30  18   PT1/2 14P   11

P005-60SM   86   30    6 27*30  20   PT3/4 11P    14

Description:  It is widely used in China market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding.
Working Pressure:1.0MPa                 Working Temperature:-20 +100
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Description:  It is widely used in China market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding.
Working Pressure:1.0MPa                 Working Temperature:-20 +1001.5mpa                     -20 ~+100

Part No . LS    D     Hs        A    T      d

P004-10SH     64.5    25   6 21*24    25    7      3.5

P004-20SH     71.5    25   6 21*24    30     9       5

P004-40SH     73.5    25   6 21*24   32  15    9

P004-30SH     71.5    25   6 21*24    30   11.2   7.3

Part No . LS   D     Hs      A     T(PT)     d

P004-10SF   47.5   25   6 21*24 12   PT1/8 28P  8

P004-20SF   52.5   25   6 21*24  13   PT1/4 19P   8

P004-40SF   54.5   25   6 21*24  16   PT1/2 14P   8

P004-30SF   53.5   25   6 21*24  15   PT3/8 19P   8

Part No . LS   D    Hs      A     T(PT)     d

P004-10SM   50.5  25   6 21*24   9     PT1/8 28P     5

P004-20SM   53.5  25   6 21*24   12   PT1/4 19P     8

P004-40SM   56.5  25   6 21*24   14   PT1/2 14P     13.5

P004-30SM   54.5  25   6 21*24   13   PT3/8 19P     10.5

Part No . LS     D     Hs         A       T      d

P004-10SP     53      25   6 21*24  11.5  4*6        3

P004-20SP     54.5   25  6 21*24   13     5*8         4

P004-40SP     56.5      25  6 21*24  15.5  8*12     6.5

P004-30SP     56.5   25  6 21*24   15     6.5*10  5

Part No . LP     C       HP        A       T      d

P004-10PH    57   20.5   15     15         7       7

P004-20PH    57   20.5   15      30        9         7

P004-40PH    57   20.5   18      32       15        7

P004-30PH    57   20.5   15      30     11.2     7

Part No . LP   C     HP      A     T(PT)     d

P004-10PF 34.5  20.5  6 14*16  12   PT1/8 28P   7

P004-20PF  37.5  20.5  6 17*20  15  PT1/4 19P    7

P004-40PF  38.5  20.5  6 26*30  16  PT1/2 14P    7

P004-30PF  37.5  20.5  6 21*24  15  PT3/8 19P    7

Part No . LP   C          HP      A     T(PT)      d

P004-10PM   37  20.5    6 14*16    10   PT1/8 28P   7

P004-20PM   40  20.5    6 14*16    13   PT1/4 19P    7

P004-40PM   44  20.5    6 21*24    15   PT1/2 14P    7

P004-30PM   40  20.5    6 17*20   13   PT3/8 19P    7

Part No .  LP        C        HP          A            T       

P004-10PP   36.5     20.5    6 14*16     11.5     4*6       7

P004-20PP   38        20.5    6 14*16    13         5*8        7

P004-40PP   41.5     20.5    6 21*24     15.5     8*12       7

P004-30PP   40        20.5    6 17*20     15         6.5*10  7
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Socket with valve Plug without valve   

Description:  It is widely used in China market.
Features: Simple structure,various of connections.
Application: Pneumatic tools,automotive,compressed air,shipbuilding.
Working Pressure:1.0MPa                 Working Temperature:-20 +1001.5mpa                     -20 ~+100

Part No . Lp     C       Hp       A       T      d

P006-400PH    68   23.5    22       35     15      12.5

P006-600PH    72   23.5    25      39       21       12.5

P006-800PH    75   23.5    30      42       27      12.5

Part No . Lp      C       Hp      A     T(PT)     d

P006-400PF   42     23.5  6 32*36.7 12  PT1/2 14P 12.5

P006-600PF   43.5  23.5  6 32*36.7 15  PT3/4 14P  12.5

P006-800PF   45.5  23.5  6 32*36.7  15  PT1 11P    12.5

Part No . Lp    C       Hp      A     T(PT)     d

P006-400PM     49    23.5  6 21/24  16  PT1/2 11P 12.5

P006-600PM     51    23.5  6 27*31 18  PT3/4 14P  12.5

P006-800PM     53    23.5  6 35*40  20   PT1 11P   12.5

Part No . LS    D     Hs        A    T      d

P006-400SH     83      35   6 32*36.7     35    15     10

P006-600SH     87      35   6 32*36.7      39    21     14

P006-800SH     90      35   6 32*36.7      42    27    19.5

Part No . LS    D     Hs      A     T(PT)     d

P006-400SF   58.5   35  6 32*36.7  16   PT1/2 14P 15

P006-600SF   60      35  6 32*36.7 17   PT3/4 14P   15

P006-800SF   60      35  6 32*36.7  19   PT1 11P      15

Part No . LS  D     Hs      A     T(PT)     d

P006-400SM   64   35    6 32*36.7  16   PT1/2 14P  13

P006-600SM   66   35    6 32*36.7  18   PT1/4 14P   15

P006-800SM   68   35    6 32*36.7   20   PT1 11P       15
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Socket with valve Plug without valve   

ISO6150B  

                    
20 23KA

                3000 310

1.5mpa                     -20 ~+100

Parker Rectus

Hansen CEJN

Description: ISO6150B standard,The most widely used connecting head 

Features: Simple structure,light weight,various of connections.

Application: Pneumatic tools,automotive,compressed air,machinery 

                      equipments and compressor.

Compatibility: Parker 20series,Rectus 23KA series,Hansen 3000

                                 series,CEJN 310 series

Working Pressure:1.0MPa                 Working Temperature:-20 +100
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Part No . Ls     C       Hp       A      

P101-20PM    42 24    14       12    

P101-30PM    43  24    17    13     

P101-40PM    45 24  22   15       

Part No . Ls     C       Hp      A     

P101-20PF 39     24 17 12

P101-30PF 39  24  19 13 

P101-40PF 41 24  24 15  

Part No . Ls   C       Hp      A     

P101-20PH  57 24 19 28   

P101-30PH  59  24 19 30  

P101-40PH 59  24 19 30

Part No . LS   D     Hs        A      T      

P101-20SH     52.5     25   19 12    

P101-30SH     52.5     25   19 13    

P101-40SH     52.5     25   22    15    

Part No . LS   D    Hs        A     T

P101-20SF   49.5     25 19    12  

P101-30SF   49.5     25 19  13   

P101-40SF   49.5     25  24   15   

Part No . LS  D     Hs      A     

P101-20SH   69   25    19 28

P101-30SH   69   25    19 30

P101-40SH   69 25   19 30  
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7.6  

320 25KA

1.6mpa                     

-20 ~+100

CEJN Rectus

Description: Valid adameter 7.6mm,European standard.

Features: Single hand operation,steel valve locking system.

Application: Pneumatic tools,automotive,machinery 

                      equipments .

Compatibility: CEJN 320 series,Rectus 25KA series.

Working Pressure:1.6MPa                 

Working Temperature:-20 +100
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Part No . Ls     C       Hp       A      

P102-20PH    48.5   20    12       25     

P102-30PH    48.5  20    14     25       

P102-40PH    48.5 20   14    25       

Part No . Ls     C       Hp      A     

P102-20PF 35     20  16 11

P102-30PF 37  20  20 13 

P102-40PF 39 20  24 16  

Part No . Ls   C       Hp      A     

P102-20PM  39 20 14 13   

P102-30PM  39  20 17 13   

P102-40PM  42  20 21 15 

Part No . LS   D     Hs        A      T      

P102-20SH     54.5     26.8   22 25    7     

P102-30SH     54.5     26.8   22 25    9     

P102-40SH     54.5     26.8   22    25    11   

Part No . LS   D    Hs        A     T

P102-20SF   43.5     26.8  22    11   NPT1/ 4    

P102-30SF   43.5     26.8  22  13   NPT3/8    

P102-40SF   45.5     26.8  24   16   NPT1/2  

Part No . LS  D     Hs      A     

P102-20SM   46.5   26.8    22 13 

P102-30SM   47.5   26.8    22 13  

P102-40SM   47.5  26.8    22 15   
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Socket with valve Plug without valve   

320 25KA 26KA

1.5mpa                     -20 ~+100

Description:  Single hand  operation,It is widely used in Europe market.

Features: Single hand operation,broad interchange,various of connections.

Application: Pneumatic tools,laboratories,measure and control equipments,

                      machinery equipments.

Compatibility: CEJN320 series,Rectus 25KA and 26KA series.

Working Pressure:1.0MPa                 Working Temperature:-20 +100

 

Part No . Ls             D        Hs        A        T

P201-20SM   61    23.5     19        12     1/ 4

P201-30SM   61     23.5     19        13   3/8

P201-40SM   61     23.5     22         15  1 /2

Part No . Ls             D        Hs        A        T

P201-20SF   54    23.5     19        12     1/ 4

P201-30SF   54     23.5     19        13   3/8

P201-40SF   56     23.5     22         15  1 /2

Part No . Ls             D        Hs        A        T

P201-20SH   77    23.5     19        28     9

P201-30SH  77     23.5     19        30   10.5

P201-40SH   77     23.5     19         30  13

Part No . LP             C       HP        A        T

P201-20PM   41.5    21.5     14        12     1/ 4

P201-30PM   42     21.5     17        13   3/8

P201-40PM   44     21.5     22         15  1 /2

Part No . LP             C       HP        A        T

P201-20PF   37.5    21.5     17        12     1/ 4

P201-30PF  37.5    21.5     19        13   3/8

P201-40PF   40     21.5     24         15  1 /2

Part No . LP             C        HP        A        T

P201-20SH   55    21.5     19        28     9

P201-30SH  57     21.5     19        30   10.5

P201-40SH   57     21.5     19         30  13

Socket with valve Plug without valve   
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Socket with valve Plug without valve   

P302-04SM      54.5     16     35   6 27    ZG1/2

P302-06SM      59.5      18     40   6 30    ZG3/4

P302-08SM       79         21     50  6 35    ZG1

P302-10SM       90         22     52   6 46    G1

Part No . LS       A      D       Hs         T    

P302-04PH       72       37     20         27    16

P302-06PH       79      47     24.5     27      21

P302-08PH       99      57     33        27      25

P302-10PH        99     57     36        27        27

Part No . LP       A      Hp       C         T    

P303-4            53            32                 35             16                    4~6                      ZG1/8    

L              L1                 L2           D                  T                 S

3.5mpa                     -20 ~+100

Description:  straight through Non valve 
Features: simple structure,High flow valve.
Application: steel manufacture,metallurgy,machinery equipments .
Working Pressure:3.5MPa                 Working Temperature:-20 +100

( )

Socket with valve Plug without valve   

Socket with valve Plug without valve   

3.5mpa                     -20 ~+100

Description:  Single hand  operation. 

Features: Single hand operation,High flow valve.

Application: steel manufacture,metallurgy,machinery equipments

Compatibility: National standard.

Working Pressure:3.5MPa                 Working Temperature:-20 +100

Part No . Ls        A     D     Hs          T     

P301-SM   99       21     52      6 46 Zg1 ZG1-1/4

P301-SM   144     27     55      ZG1-1/2

Part No . Ls        A     D        A     D        Hs           T 

P301-SH   120     42     52      6 46             27  32

P301-SH   167     21     55      6 52           40

Part No . LP       A     HP      C           T

P301-PH   99      57     36      37          27  32

P301-PH   99      57     48      37          40

Part No . LP       A     C      HP        T

P301-PM   68      21    37      6 46          ZG1 ZG1-1/4

P301-PM   74      27     37      6 52              ZG1-1/2

Ó Ã Í ¾ Ó ë Ì Ø µ ã £ º21KA

1.0mpa                     

Single hand operation,it suitable used in restricted space,

straight through,singleshut-off.

Single hand operation,Small dimensions,High flow valve,

                  various of connections.

Working Pressure 3.5Mpa

Description: 

Features: 

Application: Medical equipments,dentistry equipments,laboratory 

                     equipments,chemical.

Compatibility: Rectus 21KA series.

: 

Part No . 
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Fluid connector manufacturer

MOLDMATE

1.5mpa                -15 ~+150

PARKER 

Description:  It specifically design for the cooling system and injecting mold machine.
Features: Sinple structure,high flow ,non-valve.
Application: The cooling system,line of modular.
Interchangeability:PARKER MOLDMATE series.
Working Pressure:1.5MPa                 Working Temperature:-15 +150

15MPa  -20 ~+80

Application and Features:  These coupling be adequate for dielectric situation with engine oil,water and air;
                                               nominal pressure 15MPa,medium  temperature -20 ~+80

Open type small Open type medium

Open type large
The mold closed +
Single hand semi automatic

-

Mainly suitable for fluid   Both ends open type

R
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